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(54) Das Bild einer Hand verwendende Hinweisvorrichtung 

(57) Over an information input space to which an 
information inputting person comes, a pair of near-infra- 
red light illuminators are arranged in such a manner that 
the illumination ranges thereof are adjusted so as to illu- 
minate the information inputting person from different 
directions. A pair of near-infrared -light-sensitive video 
cameras are also arranged in different positions so as to 
correspond to the iiiuminaiors. The image pickup range 
of the video cameras is adjusted so that it is out of the 
range on the floor surface illuminated by the corre- 
sponding illuminator, while the information inputting per- 
son is within the image pickup range. A controller allows 
one illuminator at a time to be switched on/off. An image 
of the information inputting person is picked up by the 
video camera corresponding to the switched-on illumi- 
nator. The information inputting person is extracted 
based on the images picked up by the video cameras, 
whereby the position or direction pointed to by the infor- 
mation inputting person is determined. 



FIG, 1 
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Description 

BACKGROUND OF THE INVENTION 

Field of the Invention 5 

The present invention relates to a hand pointing 
apparatus, and more specifically to a hand pointing 
apparatus for picking up a person to be recognized and 
for determining a position or a direction pointed to by the w 
person to be recognized. 

Description of the Related Art 

There has been heretofore known a hand pointing is 
input apparatus which comprises a display for cfisptay- 
ing predetermined information, an illuminating device 
for illuminating an information inputting person who 
comes to the display, and a plurality of image pickup 
devices for picking up the image of the approaching 20 
information inputting person from different directions, 
wherein a plurality of image pickup devices image 
pickup images of situations where the approaching 
information inputting person points with a finger or the 
like to an optional position on the display, the informa- 25 
tion inputting person is recognized in accordance with a 
plurality of images obtained by the image pickup, the 
position on the display pointed to by the information 
inputting person is determined, a cursor or the like is 
displayed on the position pointed to on the display, and 30 
the position on the display pointed to is recognized as 
being clicked at the time of detecting the fact that the 
information inputting person has performed a clicking 
action by raising a thumb, whereby a predetermined 
processing is performed (see, for example, Japanese 35 
Patent Application Laid-open (JP-A) Nos. 4-271423, 5- 
19957, 5-324181 or the like). 

According to the above-described hand pointing 
input apparatus, since the information inputting person 
can give various instruct! ons to sn information process- 40 
ing apparatus and input various information to the infor- 
mation processing apparatus without touching an input 
device such as a keyboard or a mouse, it is possible to 
simplify the operation for using the information process- 
ing apparatus. 45 

However, in an environment where the hand point- 
ing input apparatus is actually operated, an object which 
is not a subject to be recognized, for example, the lug- 
gage of the information inputting person or trash, may 
exist around the information inputting person who is the so 
subject to be recognized. The surroundings of the infor- 
mation inputting person are also illuminated by an illu- 
minating light emitted from the illuminating device. 
Thus, rf the above-described object which is not the 
subject to be recognized exists around the information 55 
inputting person, this object which is not the subject to 
be recognized is present as a high-luminance object in 
the images picked up by the image pickup device. Thus, 



there is a high possibility that an object which is not the 
subject to be recognized, is recognized as the informa- 
tion inputting person by mistake. 

In order to avoid this wrong recognition of the infor- 
mation inputting person, it is necessary to improve the 
accuracy of the recognition of the information inputting 
person. For example, it is necessary to perform a com- 
plicated image processing such as the total recognition 
of the information inputting person by the use of a plu- 
rality of image features in addition to the luminance (for 
example, pattern matching or the like based on the sub- 
ject is outline which is one of the image features). 
Therefore, since a heavy load is applied to the image 
processor for performing the image processing such as 
the recognition based on the picked-up images, this 
causes a long time to be taken until the instruction from 
the information inputting person can be determined. In 
order to reduce the time required for the determination 
of the instruction from the information inputting person, 
it is necessary to use an image processor with a higher 
processing speed. This causes the problem of the cost 
of the apparatus increasing. 

Furthermore, a three-dimensional coordinate of a 
feature point has been heretofore determined by a cal- 
culation from the position of the feature point of the 
information inputting person on the picked-up image (for 
example, a tip of his/her forefinger or the like) so as to 
thereby determine the position on the display pointed to 
by the information inputting person. However, the calcu- 
lation processing for determining the three-dimensional 
coordinate of the feature point is complicated. Due to 
this fact a long time is required for the determination of 
the instruction from the information inputting person in 
the same manner as the above-described case. 

Moreover, a motion raising the thumb has been 
heretofore predefined as representing a clicking action, 
and the motion of raising the thumb alone has been thus 
detected as the clicking. However, the degree of free- 
dom of movement is low, which disadvantageous^ 
causes less ease-of -use. On the other hand, if motions 
other than the motion of raising the thumb are detected 
as the clicking, the processing to detect the clicking 
becomes complicated, causing a disadvantageous^, 
long time to be taken before the clicking is detected. 

SUMMARY OF THE INVENTION 

The present invention was completed in considera- 
tion of the above facts. It is a first object of the present 
invention to provide a hand pointing apparatus having a 
simple construction and being capable of reducing the 
time required for the determination of an instruction 
from a person to be recognized. 

It is a second object of the present invention to pro- 
vide a hand pointing apparatus capable of improving the 
degree of freedom of the movement which the person to 
be recognized makes in order to give the instruction, 
without spending a long time in the determination of the 
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instruction from the person to be recognized. 

In order to achieve the above described objects, a 
hand pointing apparatus according to a first aspect of 
the present invention comprises: illuminating means for 
illuminating a person to be recognized; a plurality of 
image pickup means, located in different positions 
wherein the image pickup range is adjusted for each 
image so that the person to be recognized who is illumi- 
nated by the above-described illuminating means, may 
be within the image pickup range, and an illuminated 
range on a floor surface, which is illuminated by the 
above-described illuminating means, may be out of the 
image pickup range; and determining means for extract- 
ing an image part corresponding to the person to be 
recognized from a plurality of images based on a plural- 
ity of images of situations picked up by the plurality of 
image pickup means, the situations being indicative of 
the person to be recognized pointing to either a specific 
position or a specific direction, and for determining 
either the position or the direction pointed to by the per- 
son to be recognized. 

In the first aspect of the present invention, the per- 
son to be recognized may point to a specific position on, 
for example, the surface of a display screen or the like of 
a display, or may point to a specific direction (for exam- 
ple, the direction in which a specific object exists as 
seen from the person to be recognized). The determin- 
ing means extracts the image part corresponding to the 
person to be recognized from a plurality of images 
based on a plurality of images of situations picked up by 
the plurality of image pickup means, where the situa- 
tions are indicative of the person to be recognized point- 
ing to either the specific position or the specific 
direction, and the determining means determines either 
the position or the direction pointed to by the person to 
be recognized. By calculating a three-dimensional coor- 
dinate of a feature point of the person to be recognized 
(a point whose position is changed in response to the 
motion by the person to be recognized to point to a spe- 
cific position or a specific direction, for example, a tip of 
a predetermined part, (for example, the hand, the finger, 
or the like), of the body of the person to be recognized 
making the pointing motion, the tip of a pointer held by 
the person to be recognized or the like), the determina- 
tion of the specif ic position or direction pointed to can be 
accomplished based on the position of the person to be 
recognized and the three-dimensional coordinates of 
the feature point. 

In the first aspect of the present invention, the 
image pickup range of a plurality of pickup means is 
adjusted so that the person to be recognized, who is illu- 
minated by the illuminating means, may be within the 
image pickup range, and the illuminated range on the 
floor surface which is illuminated by the illuminating 
means, may be out of the image pickup range. Thus, 
even if an object which is not a subject to be recognized 
such as luggage or and a trash exists on the floor sur- 
face around the person to be recognized while the per- 
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son to be recognized is illuminated, the possibility that 
this object which is not the subject to be recognized 
comes within the image pickup range of the image 
pickup means is reduced. Furthermore, even if the 
object which is not the subject to be recognized comes 
within the image pickup range, the object is not illumi- 
nated by the illuminating means and its luminance is 
thus reduced. Thus, there is little possibility of the image 
part corresponding to the object which is not the subject 
to be recognized existing in the image picked up by the 
image pickup means. Even if the image part corre- 
sponding to the object which is not the subject to be rec- 
ognized exists, the luminance of the image part is 
reduced. 

Thus, in an extraction of the image part correspond- 
ing to the person to be recognized by the determining 
means, it is possible to extract the image part corre- 
sponding to the person to be recognized in a short time 
by a simple processing without a complicated image 
processing. Therefore, it is possible to reduce the time 
required for the determination of the instruction from the 
person to be recognized without the use of an image 
processor or the like having a high processing speed 
and a complicated construction. 

As described above, according to the first aspect of 
the present invention, the image pickup range of a plu- 
rality of image pickup means is adjusted so that the per- 
son to be recognized, who is illuminated by the 
illuminating means, may be within the image pickup 
range, and the illuminated range on the floor surface 
which is illuminated by the illuminating means, may be 
out of the image pickup range. Thus, an effect is 
obtained in which it is possible to provide a hand point- 
ing apparatus of a simple construction whereby the time 
required for the determination of the instruction from the 
person to be recognized is reduced. 

A hand pointing apparatus according to a second 
aspect of the present invention comprises: a plurality of 
illuminating means for illuminating a person to be recog- 
nized from different directions; a plurality of image 
pickup means, located in different positions correspond- 
ing to each of the plurality of illuminating means, 
wherein an image pickup range is adjusted so that the 
person to be recognized, who is illuminated by the cor- 
responding illuminating means, may be within the image 
pickup range, and the illuminated range on a floor sur- 
face, which is illuminated by the corresponding illumi- 
nating means, may be out of the image pickup range; 
controlling means for switching on/off the plurality of illu- 
minating means one by one in sequence, and for con- 
trolling so as to image pickup the person to be 
recognized pointing to either a specific position or a 
specific direction by the image pickup means corre- 
sponding to the switched-on illuminating means; and 
determining means for extracting an image part corre- 
sponding to the person to be recognized from a plurality 
of images based on a plurality of images picked up by 
the plurality of image pickup means, and for determining 



3 



RN.Qrmr.irv <tFP hrrraipa? i > 



EP 0 866 419 A2 



either the position or the direction pointed to by the per- 
son to be recognized. 

The second aspect of the present invention is pro- 
vided with a plurality of illuminating means for illuminat- 
ing the person to be recognized from different 
directions. The plurality of image pickup means are 
located in different positions corresponding to a plurality 
of illuminating means. The image pickup range of the 
plurality of image pickup means is adjusted so that the 
person to be recognized, who is illuminated by the cor- 
responding illuminating means, may be within the image 
pickup range, and the illuminated range on the floor sur- 
face, which is illuminated by the corresponding illumi- 
nating means, may be out of the image pickup range. 
Thus, as described in the first aspect of the present 
invention, even if an object which is not the subject to be 
recognized, such as luggage or trash, exists on the floor 
surface around the person to be recognized, the possi- 
bility that this object which is not the subject to be recog- 
nized comes within the image pickup range of the image 
pickup means is reduced. Even if this object comes 
within the image pickup range of the image pickup 
means, the luminance of the picked-up image is 
reduced. 

The controlling means switches on/off a plurality of 
illuminating means one by one in sequence, and con- 
trols so as to pickup the images of the person to be rec- 
ognized pointing to either a specific position or a 
specific direction by the image pickup means corre- 
sponding to the switched-on illuminating means, 
whereby the picked-up images are output from each of 
the image pickup means. Thus, even if an object which 
is not the subject to be recognized comes within the 
image pickup range, the image pickup is performed by 
the image pickup means at low luminance. 

The determining means extracts the image part 
corresponding to the person to be recognized from a 
plurality of images based on a plurality of images output 
by a plurality of image pickup means, and then it deter- 
mines either the position or the direction indicated by 
the person to be recognized. Thus, in the same manner 
as the first aspect of the present invention, there is tittle 
possibility that the image part corresponding to the 
object which is not the subject to be recognized exists. 
Even rf this image part exists, the image part corre- 
sponding to the person to be recognized is extracted in 
accordance with a plurality of images whose luminance 
is low. Thus, it is possible to extract the image part cor- 
responding to the person to be recognized in a short 
time by a simple processing without perfoming compli- 
cated image processing. 

Therefore, the effect is obtained in which it is possi- 
ble to provide the hand pointing apparatus wherein the 
time required for the determination of the instruction 
from the person to be recognized is reduced, without 
using an image processor or the like having a high 
processing speed and a complicated construction. 
A hand pointing apparatus according to a third 



aspect of the present invention comprises: a plurality of 
illuminating means for illuminating a person to be recog- 
nized from Afferent directions; at least one image 
pickup means for picking up the image of the person to 
5 be recognized, who is illuminated by the illuminating 
means; discriminating means for switching on/off the 
plurality of illuminating means one by one in sequence, 
for comparing a plurality of images of the person to be 
recognized pointing to either a specific position or a 
10 specif ic direction picked up by the same image pickup 
means during the switching on of the plurality of illumi- 
nating means, and for discriminating between an image 
part corresponding to the person to be recognized and 
an image part other than the image part corresponding 
15 to the person to be recognized in the plurality of images 
for at least one image pickup means; and determining 
means for extracting the image part corresponding to 
the person to be recognized from the plurality of images 
picked up by the image pickup means based on a result 
s0 of a discrimination by the discriminating means, and for 
determining either the position or the direction pointed 
to by the person to be recognized. 

The discriminating means of the third aspect of the 
present invention switches on/off a plurality of illuminat- 
es ing means one by one in sequence, compares a plural- 
ity of images of the person to be recognized pointing to 
either a specific position or a specific direction picked up 
by the same image pickup means during the switching 
on of a plurality of illuminating means, and discriminates 
30 between the image part corresponding to the person to 
be recognized and the image part other than the image 
part corresponding to the person to be recognized in a 
plurality of images for at least one image pickup means. 
Since a plurality of illuminating means illuminate the 
35 person to be recognized from different directions, the 
luminance is always high in the image part correspond- 
ing to the person to be recognized in a plurality of 
images picked up by the same image pickup means 
during the switching on of a plurality of illuminating 
40 means. The luminance is thus considerably varied in the 
image part corresponding to the objects which are not 
the subject to be recognized such as luggage and trash 
on the floor surface around the person to be recognized, 
depending on the direction of the illumination during the 
45 image pickup. Therefore, by a very simple processing to 
compare the luminance of the image parts in the 
images to each other over a plurality of images (for 
example, to compare average values or minimum val- 
ues of the luminance in each image part) it is possible to 
so discriminate between the image part corresponding to 
the person to be recognized and the image part other 
than the image part corresponding to the person to be 
recognized in a plurality of images. 

The determining means extracts the image part 
55 corresponding to the person to be recognized from the 
plurality of images picked up by the image pickup 
means based on the result of the discrimination by the 
discriminating means, and determines either the posi- 
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tion or the direction pointed to by the person to be rec- 
ognized. Therefore, it is possible to extract the image 
part corresponding to the person to be recognized in a 
short image by a simple processing without performing 
complicated image processing. It is also possible to 5 
reduce the time required for determining an instruction 
from the person to be recognized without the use of an 
image processor or the like having a high processing 
speed and a complicated construction. 

A hand pointing apparatus according to a fourth 10 
aspect of the present invention comprises: illuminating 
means for illuminating a person to be recognized; a plu- 
rality of image pickup means for picking up the image of 
the person to be recognized, who is illuminated by the 
illuminating means from different directions; deter min- 15 
ing means for extracting an image part corresponding to 
the person to be recognized from a plurality of images 
based on a plurality of images of situations picked up by 
the plurality of image pickup means, the situations being 
indicative of the person to be recognized pointing to 20 
either a specific position or a specific direction, and for 
determining either the position or the direction pointed 
to by the person to be recognized; and preventing 
means for preventing an object which is not the subject 
to be recognized from remaining on the floor surface 25 
around the person to be recognized. 

The fourth aspect of the present invention is pro- 
vided with the preventing means for preventing an 
object which is not the subject to be recognized from 
remaining on the floor surface around the person to be 30 
recognized. Since this prevents the object which is not 
the subject to be recognized from remaining around the 
person to be recognized, it is possible to prevent the 
image part corresponding to the object which is not the 
subject to be recognized from existing in the images 35 
picked up by the image pickup means. The determining 
means extracts the image part corresponding to the 
person to be recognized based on a plurality of images 
obtained by the image pickup means, and determines 
either the position or the direction pointed to by the per- 40 
son to be recognized. Thus, it is possible to extract the 
image part corresponding to the person to be recog- 
nized in a short time by a processing without performing 
complicated image processing. It is therefore possible 
to reduce the time required for determining an instruc- 45 
tion from the person to be recognized without the use of 
an image processor or the like having a high processing 
speed and a complicated construction. 

For example, an inclined surface (slope) formed on 
the floor surface around the person to be recognized so 
can be used as the preventing means. Thus, even rf a 
relatively large object which is not the subject to be rec- 
ognized (for example, the luggage of the person to be 
recognized) is placed around the person to be recog- 
nized, the object which is not the subject to be recog- ss 
nized slides down on the inclined surface. Thus, it is 
possible to prevent an object which is not the subject to 
be recognized, such as the luggage of the person to be 



recognized, from being placed around the person to be 
recognized. 

Airflow generating means such as a fan for gener- 
ating an air flow around the person to be recognized 
may be also applied as the preventing means. Thus, 
since a relatively small object which is not the subject to 
be recognized (for example, small trash, dust or the like) 
is blown away by the generated air flow, it is possible to 
prevent the object which is not the subject to be recog- 
nized such as small trash from remaining around the 
person to be recognized. A storage tank for storing 
water or the like around the person to be recognized 
may be also arranged as the preventing means. Fur- 
thermore, this storage tank may be circular in shape so 
that the water or the like may circulate through the stor- 
age tank, whereby it may be used as the preventing 
means. 

According to the fourth aspect of the present inven- 
tion, since there is provided a preventing means for pre- 
venting an object which is not the subject to be 
recognized from remaining on the floor surface around 
the person to be recognized, the effect is obtained in 
which it is possible to provide a hand pointing apparatus 
of simple construction wherein the time required for the 
determination of an instruction from the person to be 
recognized is reduced. 

A hand pointing apparatus according to a fifth 
aspect of the present invention comprises: illuminating 
means for illuminating a person to be recognized who 
arrives at a predetermined place; a plurality of image 
pickup means for picking up the image of the person to 
be recognized, who is illuminated by the illuminating 
means from different cfirections; storing means for stor- 
ing information for corresponding the three-dimensional 
coordinates of a plurality of virtual points positioned 
near the predetermined place, to the positions of the 
plurality of virtual points on the plurality of images 
picked up by the plurality of image pickup means; and 
determining means: for extracting an image part corre- 
sponding to the person io be recognized from a plurality 
of images based on a plurality of images of situations 
picked up by the plurality of image pickup means, the 
situations being indicative of the person to be recog- 
nized pointing to either a specific position or a specific 
direction; for determining the position of a feature point 
of the person to be recognized in each of the images; for 
determining the three-dimensional coordinate of th 
feature point based on the determined position of the 
feature point and the information stored in the storing 
means; and for determining either the position or the 
direction pointed to by the person to be recognized 
based on the determined three-dimensional coordi- 
nates of the feature point. 

In the fifth aspect of the pres nt invention, the stor- 
ing means stores therein the information for corre- 
sponding the three-dimensional coordinates of a 
plurality of virtual points positioned near the predeter- 
mined place to the positions of the plurality of virtual 
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points on the plurality of images picked up by the plural- 
ity of image pickup means. The determining means 
extracts the image part corresponding to the person to 
be recognized from a plurality of images based on a plu- 
rality of images of situations picked up by the plurality of 
image pickup means, where the situations are indicative 
of the person to be recognized pointing to either a spe- 
cific position or a specific direction, and the determining 
means determines the position of the feature point of 
the person to be recognized in the each image. Then, 
the determining means determines the three-dimen- 
sional coordinates of the feature point based on the 
determined position of the feature point and the infor- 
mation stored in the storing means, and determines 
either the position or the direction pointed to by the per- 
son to be recognized based on the determined three- 
dimensional coordinates of the feature point. 

Thus, in the fifth aspect of the present invention, a 
correspondence between the three-dimensional coordi- 
nates of a plurality of virtual points positioned near the 
predetermined place, and the positions of the plurality of 
virtual points on the plurality of images picked up by the 
plurality of image pickup means is previously confirmed 
from the information stored in the storing means. The 
three-dimensional coordinates of the feature point of the 
person to be recognized is determined based on the 
information stored in the storing means. Thus, the 
three-dimensional coordinate of the feature point of the 
person to be recognized can be determined by a very 
simple processing. Therefore, it is possible to reduce 
the time required for the determination of an instruction 
from the person to be recognized without the use of an 
image processor or the like having a high processing 
speed and a complicated construction. 

On the other hand, in the f ifth aspect of the present 
invention, H is desirable that many virtual points are 
stored by corresponding the three-dimensional coordi- 
nates thereof to the positions thereof on the images in 
order to determine the three-dimensional coordinates of 
the feature point of the person to be recognized with a 
high level of accuracy. More preferably, the storing 
means stores the information for corresponding the 
three-dimensipnal coordinates of many virtual points 
constantly spaced in a lattice arrangement near the pre- 
determined place, to the positions of these many virtual 
points on the plurality of images picked up by the plural- 
ity of image pickup means. 

In such a manner, many virtual points are con- 
stantly spaced in the lattice arrangement, whereby, 
even if the feature point is located in any position near 
the predetermined place, the virtual point is positioned 
in proximity to the feature point. The three-dimensional 
coordinate of the feature point are determined based on 
the three-dimensional coordinates of the virtual point 
which is likely to exist in proximity to the feature point on 
the three-dimensional coordinates, whereby the three- 
dimensional coordinates of the feature point can be 
determined with a high level of accuracy regardless of 



the position of the feature point on the three-dimen- 
sional coordinates. 

When many virtual points are constantly spaced in 
the lattice arrangement in the above-described manner, 

5 the three-dimensional coordinate of the feature point 
can be determined in the following manner, for example. 

Namely, the determining means of the fifth aspect 
of the present invention can determine the position of 
the feature point of the person to be recognized in the 

10 images, extract from the images the virtual points posi- 
tioned in a region within a predetermined range includ- 
ing the feature point on the images, and determine the 
three-dimensional coordinates of the feature point in 
accordance with the three-dimensional coordinates of 

15 the common virtual points extracted from the images. 

Thus, the virtual points positioned in the region 
within a predetermined range including the feature point 
on the images are extracted from the images, whereby 
all the virtual points which are likely to exist in the region 

20 adjacent to the feature point on the three-dimensional 
coordinate are extracted. An area of this region can be 
defined in response to a space between the virtual 
points. 

Then, the determining means determines the three- 

25 dimensional coordinates of the feature point based on 
the three-dimensional coordinates of the common vir- 
tual points extracted from the images. The images 
picked up by the image pickup means show the situa- 
tion within the image pickup range, namely, the subject 

30 projected on a plane. Therefore, even if a plurality of 
points, which are positioned as if they were superim- 
posed when seen from the image pickup means, have 
different three-dimensional coordinates, the points are 
located in the same position when picked up on a two- 

35 dimensional image. On the other hand, since the com- 
mon virtual points extracted from the images are 
present in the position adjacent to the feature point on 
the three-dimensional coordinates, the three-dimen- 
sional coordinates of the feature point are determined 

40 from the three-dimensionai coordinates of the common 
extracted virtual points, whereby the three-dimensional 
coordinates of the feature point can be determined with 
a higher level of accuracy. 

When a positional relationship is exactly constant 

45 between a predetermined place at which the person to 
be recognized arrives and the image pickup means, the 
information to be stored in the storing means can be set 
permanently based on the result of an experimental 
measurement or the like of the three-dimensional coor- 

50 dinates of plural virtual points positioned near a prede- 
termined place, and the positions of plural virtual points 
on the images picked up by the image pickup means. 
On the other hand, when there is a variation in the posi- 
tion between a predetermined place at which the per- 

55 son to be recognized arrives and the image pickup 
means, or when this positional relationship is consider- 
ably different in design depending on the individual 
hand pointing apparatuses, it is necessary to reset the 
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information to be stored in the storing means. 

From this point of view, the fifth aspect of the 
present invention further can comprise: generating 
means for allowing the plurality of image pickup means 
to pickup images of the situations where markers are 
positioned in the positions of the virtual points, the gen- 
erating means for generating the information for corre- 
sponding the three-dimensional coordinates of the 
virtual points to the positions of the virtual points on the 
images based on the three-dimensional coordinates of 
the virtual points and the marker positions on the 
images picked up by the plurality of image pickup 
means, and the generating means for allowing the stor- 
ing means to store the generated information. 

Any marker will do as long as the marker is easy to 
identify on the images obtained by the image pickup. 
For example, a particular-color mark and a light-emis- 
sion source such as LED can be used as the marker. 
The marker may be manually positioned in a predeter- 
mined position by a person. Alternatively, the marker 
may be automatically positioned by moving means for 
moving the marker to an optional position. When the 
marker is moved by the moving means, the three- 
dimensional coordinates of a predetermined position 
can be determined from the amount of movement of the 
marker caused by the moving means. 

The generating means is provided in the above- 
mentioned manner, whereby the information for corre- 
sponding the three-dimensional coordinates of the vir- 
tual points to the positions of the virtual points on the 
images is automatically generated. Thus, even if there 
is variation in the position between a predetermined 
place at which the person to be recognized arrives and 
the image pickup means, or when this positional rela- 
tionship is considerably different in design depending on 
the individual hand pointing apparatuses, it is possible 
to obtain automatically the information for correspond- 
ing the three-dimensional coordinates of the virtual 
points to the positions of the virtual points on the images 
with a high level of accuracy. 

According to the fifth aspect of the present inven- 
tion, the information for corresponding the three-dimen- 
sional coordinates of a plurality of virtual points 
positioned near a predetermined place at which the per- 
son to be recognized arrives, to the positions of a plural- 
ity of virtual points on a plurality of images picked up by 
a plurality of image pickup means is stored. The three- 
dimensional coordinates of the feature point is deter- 
mined based on the position of the feature point on a 
plurality of images picked up by a plurality of image 
pickup means and the stored information. Thus, the 
effect is obtained in which it is possible to provide a 
hand panting apparatus of simple construction wherein 
the time required for the determination of an instruction 
from the person to be recognized is reduced and the 
accuracy of instruction determination is excellent. 

A hand pointing apparatus according to a sixth 
aspect of the present invention comprises: illuminating 



means for illuminating a person to be recognized; a plu- 
rality of image pickup means for picking up the image of 
the person to be recognized, who is illuminated by the 
illuminating means from different directions; determin- 
5 ing means for extracting an image part corresponding to 
the person to be recognized from a plurality of images 
based on a plurality of images of situations picked up by 
the plurality of image pickup means, the situations being 
indicative of the person to be recognized pointing to 
10 either a specific position or a specific direction, and for 
determining either the position or the direction pointed 
to by the person to be recognized; first detecting means 
for extracting the image part corresponding to a prede- 
termined part of the body of the person to be recognized 
15 from the plurality of images, and fordetecting a change 
in any one of either an area of the extracted image part, 
an outline of the extracted image part and a length of an 
outline of the extracted image part; and processing 
means for executing a predetermined processing when 
20 the change is detected by the f irst detecting means. 

The sixth aspect of the present invention is pro- 
vided with the first detecting means for extracting the 
image part corresponding to a predetermined part (for 
example, the hand, the arm or the like) of the body of 
25 the person to be recognized in the plurality of images 
and for detecting a change in either the area of the 
extracted image part, the change in the contour of the 
extracted image part, or the change in the length of the 
contour line of the extracted image part. The processing 
30 means executes a predetermined processing when a 
change is detected by the first detecting means. The 
area, the contour, and the length of the contour line of 
the image part can be relatively easily detected. Moreo- 
ver, when the person to be recognized moves a prede- 
35 termined part of the body, even if his/her motion is not a 
predefined motion, in almost all cases, the area, the 
contour, and the length of the contour, and the length of 
the contour line of the image part corresponding to a 
predetermined part are changed. 
40 Therefore, according to the sixth aspect of the 
present invention, since a change in the area, the con- 
tour, or the length of the contour line of the image part is 
used, it is possible to improve the degree of freedom of 
movement which the person to be recognized has in 
45 order to instruct the processing means to execute a pre- 
determined processing. This movement can be also 
detected in a short time. Thus, the effect is obtained in 
which the instruction from the person to be recognized 
can be determined in a short time. 
so On the other hand, when a person beings makes a 
movement to point to a specific position or a specific 
direction, even if the position or direction to be pointed 
to is changed, the fingertip or the like is generally merely 
moved along a virtual spherical surface centered in the 
55 vicinity of the shoulder joint, thereby resulting in little 
change in the distance between the fingertip or the like 
and the body including the shoulder joint. 

Thus, a hand pointing aipparatus according to a 
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seventh aspect of the present invention comprises: illu- 
minating means for illuminating a person to be recog- 
nized; a plurality of image pickup means for picking up 
the image of person to be recognized, who is illumi- 
nated by the illuminating means from different direc- 5 
tions; determining means for extracting an image part 
corresponding to the person to be recognized from a 
plurality of images based on a plurality of images of sit- 
uations picked up by the plurality of image pickup 
means, the situations being indicative of the person to 10 
be recognized pointing to either a specific position or a 
specific direction, for determining the three-dimensional 
coordinates of the feature point whose position is 
changed when the person to be recognized bends or 
extends an arm and the three-dimensional coordinates 15 
of a reference point whose position is not changed even 
rf the person to be recognized bends or extends an arm, 
and for determining either the position or the direction 
pointed to by the person to be recognized in accordance 
with the three-dimensional coordinates of the feature 20 
point and the three-dimensional coordinates of the ref- 
erence point; and processing means for calculating the 
distance between the reference point and the feature 
point and for executing a predetermined processing 
based on the change in the distance between the refer- 25 
ence point and the feature point. 

The determining means according to the seventh 
aspect of the present invention extracts the image part 
corresponding to the person to be recognized from a 
plurality of images, determines the three-dimensional 30 
coordinates of the feature point whose position is 
changed when the person to be recognized bends or 
extends an arm and the three<Jimensional coordinates 
of the reference point whose position is not changed 
even if the person to be recognized bends or extends an 35 
the arm, and determines either the position or the direc- 
tion pointed to by the person to be recognized based on 
the three-dimensional coordinates of the feature point 
and the three-dimensional coordinates of the reference 
point. The processing means calculates the distance 40 
between the reference point and the feature point, and 
executes a predetermined processing based on the 
change in the distance between the reference point and 
the feature point. For example, the tip of the hand, the 
finger or the like of the person to be recognized or the 45 
point corresponding to the tip or the like of a pointer held 
by the person to be recognized can be used as the fea- 
ture point. For example, a point corresponding to the 
body (such as the chest and the shoulder joint) of the 
person to be recognized can be used as the reference so 
point. 

Thus, if the person to be recognized makes a 
motion to adjust the direction of the feature point with 
respect to the reference point so that the direction from 
the reference point toward the feature point may match ss 
the position or direction to be pointed to, the pointed 
position or direction pointed to is determined by the 
determining means. If the person to be recognized 



makes a motion to bend or extend the arm, the distance 
between the reference point and the feature point is 
changed, so that a predetermined processing is thus 
performed based on this change in the distance. 

Thus, in the seventh aspect ol the present inven- 
tion, since the position or direction pointed to by the per- 
son to be recognized is determined from the positional 
relationship between the reference point and the feature 
point, the direction in which the image pickup means 
picks up the image can be set so that the reference 
point and the feature point can be reliably detected with- 
out taking into account motions such as the raising and 
lowering of the finger. Furthermore, since whether or 
not the execution of a predetermined processing is 
instructed is determined on the basis of the change in 
the distance (relative position) between the reference 
point and the feature point, it is unnecessary to detect 
additional image features in order to determine whether 
or not the execution of a predetermined processing is 
being instructed, in addition, the distance between the 
reference point and the feature point scarcely changes 
even if a person makes a motion to point to a specific 
position or a specif ic direction. 

Therefore, according to the seventh aspect of the 
present invention, it is possible to reliably detect the 
motion of the person to be recognized to instruct the 
execution of a predetermined processing (the motion to 
bend or extend the arm) in a short time. The instruction 
from the person to be recognized can thus be confirmed 
in a short time. 

The processing means can execute, as a predeter- 
mined processing, the processing associated with the 
position or direction pointed to by the person to be rec- 
ognized, for example, when the distance between the 
reference point and the feature point is changed. Since 
the motion to bend or extend the arm is a very natural 
motion, if this motion is used to instruct the above- 
described execution of a predetermined processing, the 
person to be recognized can make the motion for 
instructing the execution of a predetermined processing 
without feeling a sense of uncomfortableness. 

Furthermore, the direction of the change in the dis- 
tance between the reference point and the feature point 
due to the motion to bend or extend the arm is of two 
types (a direction of increase in the distance and a 
direction of reduction in the distance). Thus, when the 
distance between the reference point and the feature 
point is increased, a first predetermined processing may 
be carried out. When the distance between the refer- 
ence point and the feature point is reduced, a second 
predetermined processing differing from the first prede- 
termined processing may be carried out. 

Thus, when the person to be recognized makes a 
motion to extend an arm (in this case, the distance 
between the reference point and the feature point is 
increased), the first predetermined processing is carried 
out. When the person to be recognized makes a motion 
to bend the arm (in this case, the distance between the 
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reference point and the feature point is reduced), the 
second predetermined processing is carried out. It is 
therefore possible for the person to be recognized to 
select the processing to be executed from either the first 
predetermined processing or and second predeter- 5 
mined processing, similarly to such as left and right 
clicks of a mouse. The person to be recognized makes 
either the extending motion or the bending motion, 
whereby it is possible to reliably execute the processing 
selected from either the first predetermined processing 10 
or second predetermined processing by the person to 
be recognized. 

For the determination of whether or not the execu- 
tion of a predetermined processing is instructed on the 
basis of a change in the distance between the reference 15 
point and the feature point, more particularly, for exam- 
ple, the magnitudes of the change in the distance 
between the reference point and the feature point are 
compared. If the change in the distance is a predeter- 
mined value or more, it is possible to determine that the 20 
execution of a predetermined processing is instructed. 
However, if the distance between the reference point 
and the feature point is considerably changed due to 
other motions having no intention of the execution of a 
predetermined processing, then it is possible that the 25 
instruction from the person to be recognized may be 
mistaken. 

From this point of view, preferably, the processing 
means detects the rate of change in the distance 
between the reference point and the feature point, that 30 
is, the velocity of the change, and executes a predeter- 
mined processing when the detected velocity of change 
is a at threshold value or more. 

In the seventh aspect of the present invention, the 
velocity of the change in the distance between the refer- 35 
ence point and the feature point is detected, and a pre- 
determined processing is then executed only when the 
detected velocity of the change is at the threshold value 
or more. In such a manner, the person to be recognized 
makes a specific motion to quickly bend or extend on 40 
arm, whereby the velocity of the change in the distance 
between the reference point and the feature point 
reaches the threshold value or more, so that a predeter- 
mined processing is executed. Thus, the rate of recog- 
nition of the motion of the person to be recognized for 45 
instructing the execution of a predetermined processing 
is improved. Only when the person to be recognized 
makes a motion for instructing the execution of a prede- 
termined processing, is this motion reliably detected 
allowing a predetermined processing to be carried out. so 

Moreover, as the physique and muscular strength 
or the like varies depending on the person to be recog- 
nized, even if the person to be recognized makes a 
motion to quickly bend or extend an arm in order to 
allow the processing means to execute a predetermined 55 
processing, the velocity of the change in the distance 
between the reference point and the feature point varies 
depending on the individual person to be recognized. 



Therefore, in some cases, even if the person to be rec- 
ognized makes a motion to quickly bend or extend an 
arm in order to instruct the processing means to exe- 
cute a predetermined processing, this motion cannot be 
detected. In contrast to this, sometimes this motion is 
detected by mistake, although the person to be recog- 
nized has not made this motion. 

Thus, preferably, the seventh aspect of the present 
invention further comprises threshold value setting 
means for requesting the person to be recognized to 
bend or extend the arm and for previously setting the 
threshold value based on the rate of the change in the 
distance between the reference point and the feature 
point when the person to be recognized bends or 
extends the arm. 

In this manner, the threshold value as to whether or 
not the processing means executes a predetermined 
processing is previously set based on the rate of the 
change in the distance between the reference point and 
the feature point when the person to be recognized 
bends or extends an arm (quickly bends or extends an 
arm) in order to allow the processing means to execute 
a predetermined processing, whereby the threshold 
value can be obtained in response to the physique, 
muscular strength, or the like of the individual persons 
to be recognized. Whether or not the execution of a pre- 
determined processing is instructed is determined by 
the use of this threshold value, whereby it is possible to 
reliably detect the motion of the person to be recognized 
to instruct the execution of a predetermined processing 
and to execute a predetermined processing, regardless 
of any variation in physique, muscular strength, or the 
like, depending on the individual person to be recog^ 
nized. 

Furthermore, the seventh aspect of the present 
invention further comprises second detecting means for 
extracting the image part corresponding to the arm of 
the person to be recognized from the plurality of images 
and for detecting whether or not the arm of the person 
to be recognized is lowered, wherein the processing 
means continues in its current state when the second 
detecting means detects that the arm of the person to 
be recognized is lowered Namely, an execution state is 
continued when the processing is carried out, while a 
stop state is continued when the processing is stopped. 
Thus, since the person to be recognized does not need 
to keep raising the arm in order to continuously execute 
a certain processing, the task of the person to be recog- 
nized can be reduced. 

According to the seventh aspect of the present 
invention, the position or direction pointed to by the per- 
son to be recognized is determined on the basis of the 
three-dimensional coordinates of the feature point 
whose position is changed when the person to be rec- 
ognized bends or extends an arm and on the basis of 
the three-dimensional coordinates of the reference 
point whose position is not changed even if the person 
to be recognized bends and extends an arm, and a pre- 
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determined processing is also executed based on the 
change in the distance between the reference point and 
the feature point. Thus, the following effect is obtained. 
Namely, it is possible to reliably detect the motion of the 
person to be recognized to instruct the execution of a 5 
predetermined processing in a short time, and it is also 
possible to determine the instruction from the person to 
be recognized in a short time. 

BRIEF DESCRIPTION OF THE DRAWINGS 10 

Rg. 1 is a perspective view showing surroundings 
of an information input space. 

Fig. 2 is a block diagram showing a schematic con- 
stitution of a hand pointing input apparatus according to 15 
the present embodiment. 

Rg. 3 schematically shows an example of a rela- 
tionship between an illumination range of an illuminator 
and an image pickup range of a video camera. 

Rg. 4 is a perspective view of the information input 20 
space showing an example of a mark plate. 

Rg. 5 is a flow chart of an initialization processing 
of information about a lattice point position. 

Rg. 6 is a flow chart of an illumination control 
processing. 25 

Rg. 7 is a timing chart showing a timing of the 
switch-on/off of illuminators A, B by the illumination con- 
trol processing of Rg. 6 and of an output (capture) of an 
image picked up by the video camera. 

Rgs. 8A and 8B are a flow chart of an instruction 30 
determination processing. 

Rg. 9 is a side view of the information input space 
for describing a calculation of the height of an informa- 
tion inputting person and the position of the information 
inputting person on a floor surface. 35 

Rg. 10A is an image illustration showing an image 
of hand of the information inputting person picked up by 
the video camera. 

Rg. 1 0B is a conceptual view of a search range for 
the lattice point for determining a coordinate of a feature 40 
point and three-dimensional coordinate of the feature 
point. 

Rg. 11A is a plan view of the information input 
space for describing the determination of the position 
on a display pointed to by the information inputting per- 45 
son. 

Rg. 11 B is a side view of the information input 
space shown in Rg. 11 A. 

Rgs. 12A-12C are image illustrations showing an 
example of a motion of the information inputting person, so 

Rg. 13 schematically shows another example of 
the relationship between the illumination range of the 
illuminator and the image pickup range of the video 
camera. 

Rg. 14 is a flow chart of the illumination control 55 
processing in an arrangement shown in Fig. 13. 

Rg. 15 is a timing chart showing the timing of the 
switch-on/off of the illuminators A, B by the illumination 
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control processing of Fig. 14. 

Rg. 1 6 is a perspective view of an aspect of a si ope 
platform arranged on the floor surface in the information 
input space. 

Rg. 1 7 is a perspective view of the information input 
space showing another example of the mark plate. 

Rg. 18 is a perspective view of the information input 
space showing an example of a movement of a marker 
position by a robot arm unit. 

Rg. 19 is a flow chart of another example of the 
instruction determination processing. 

Fig. 20 is a flow chart of a further example of the 
instruction determination processing. 

Rg. 21 is a flow chart of the processing for setting 
the click motion speed. 

Rg. 22 A is an image illustration for describing a for- 
ward click motion. 

Rg. 22B is an image illustration for describing a 
backward click motion. 

Rg. 23 is an image illustration for describing a data 
conversion into a dummy model. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Embodiments of the present invention will be 
described below in detail with reference to the accom- 
panying drawings. As shown in Fig. 1, a large-screen 
display 12 is built into a wall surface in a place at which 
an information inputting person 10, who is the person to 
be recognized of the present invention arrives. Kr ^ 
display means such as a liquid crystal display (LCD- a 
plasma display, a cathode ray tube (CRT) and an optical 
fiber display can be applied as the display 1 2. 

The display 12 is connected to an information proc- 
essor 14 composed of a personal computer or the like 
(see Rg. 2). The information processor 14 allows vari- 
ous types of information to be displayed on a display 
surface in various display forms, such as a figure, a 
table, a character, an image or the like. In the present 
embodiment the information inputting person 10 arrives 
at the place (information input space) shown in Rg. 1 in 
front of the display 12. The information inputting person 
1 0 points to a position on the display surface of the dis- 
play 12 on which various information is displayed, while 
he/she makes a click motion (described below in detail), 
whereby he/she gives various instructions to the infor- 
mation processor 14 and allows various types of 
processing to be executed. 

As shown in Fig. 2, a controller 22 of a hand point- 
ing input apparatus 20 according to the present embod- 
iment is connected to the information processor 1 4. The 
controller 22 includes CPU 22A, ROM 22B, RAM 22C, 
and an I/O interface 22D. Thes£ elements are con- 
nected to each other through a bus. The information 
processor 14, a non-volatile memory 24 capable of 
updating stored contents, a display 26 for displaying 
various types of information and a keyboard 28 for 
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inputting various instructions and data by an operator 
are connected to the I/O interface 22D. 

An illumination control device 30 is also connected 
to the I/O interface 22D of the controller 22. A plurality of 
near-infrared light illuminators 32A and 32B for emitting 
a light of a wavelength within a near-infrared range in a 
beam manner are connected to the illumination control 
device 30. As shown in Fig. 1 , the near-infrared light illu- 
minators 32A and 32B are arranged in different posi- 
tions over the information input space. Their radiation 
ranges are adjusted so that the illuminators 32A and 
32B may illuminate, from different directions, the infor- 
mation inputting person 10 who arrives at the informa- 
tion input space (see Fig. 3, too). The illumination 
control device 30 controls the switch-on/off of the illumi- 
nators 32A and 32B in response to the instruction from 
the controller 22. 

A pickup control device 34 is connected to the I/O 
interface 22D of the controller 22. A plurality of video 
cameras 36A and 36B arranged in different positions 
over the information input space (see Fig. 1) are con- 
nected to this image pickup control device 34. Although 
an illustration of the video cameras 36A and 36B is 
omitted, the video cameras 36A and 36B include an 
area sensor composed of a near-infrared-light-sensitive 
CCD or the like. A filter for transmitting only the light of 
the wavelength within the near-infrared range is also 
disposed on the light-incident side on an imaging lens 
for forming incident light into an image on a receptor 
surface of the area sensor. 

As shown in Fig. 3, the video camera 36A is ori- 
ented so that the information inputting person 10 who 
arrives at the information input space may be within an 
image pickup range. It is also oriented so that the light 
emitted from the illuminator 32A corresponding to the 
video camera 36A dose not fail directly on the imaging 
lens, and so that the center of the image pickup range 
may cross the center of the range illuminated by the illu- 
minator 32A at a predetermined height from the floor 
surface in the information input space. Therefore, the 
image pickup range of the video camera 36A is adjusted 
so that the range on the floor surface illuminated by the 
illuminator 32A corresponding to the video camera 36A 
may be out of the image pickup range. In the same man- 
ner, the video camera 36B is oriented so that the infor- 
mation inputting person 1 0 who arrives at the 
information input space may be within the image pickup 
range, the light emitted from the illuminator 32B corre- 
sponding to the video camera 36B may not fall directly 
on the imaging lens and the center of the image pickup 
range may cross the center of the range illuminated by 
the illuminator 32B at a predetermined height from the 
floor surface in the information input space. Therefore, 
the image pickup range of the video camera 36B is 
adjusted so that the range on the floor surface illumi- 
nated by the illuminator 32B corresponding to the video 
camera 36B may be out of the image pickup range. 
In this manner, the image pickup ranges of the 
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video cameras 36A and 36B are adjusted so that the 
ranges on the floor surface illuminated by the different 
illuminators corresponding to the video cameras may be 
out of the image pickup ranges. 

A mark plate driving unit 38 is also connected to the 
I/O interface 22D of the controller 22. As shown in Fig. 
4, the hand pointing input apparatus 20 comprises a 
mark plate 40 arranged near the information input 
space. The mark plate 40 is composed of a multiplicity 
of marks 40A which are recorded so as to be equally 
spaced in a matrix form on a transparent flat plate. The 
mark plate 40 can be moved so that it may move a cross 
the information input space in a direction perpendicular 
to the main surface of the mark plate 40 (a direction 
shown by arrow A in Fig. 4). The marks 40A are colored 
with a color which is easy to recognize on the image (for 
example, red). The mark plate driving unit 38 allows the 
mark plate 40 to be moved in the direction of the arrow 
A in Fig. 4 in response to an instruction from the control- 
ler 22. 

A function of the present embodiment will be 
described below. Firstly, the initialization of lattice point 
position information during installation of the hand 
pointing input apparatus 20 will be described with refer- 
ence to the flow chart of Fig. 5. 

In step 100, the mark plate driving unit 38 allows 
the mark plate 40 to be moved to a predetermined posi- 
tion (a position corresponding to an end of the moving 
range of the mark plate 40), namely, a reference posi- 
tion. In the next step 102, the three-dimensional coordi- 
nates (x, y, z) of the multiplicity of marks 40A recorded 
on the mark plate 40 in the information input space, in 
the current position of the mark plate 40 are calculated. 
In step 104, the image of the information input space is 
picked up by the video cameras 36A and 36B through 
the image pickup control device 34. In the next step 106, 
the image of the information input space picked up by 
the video camera 36A (referred to as an image A) is 
captured through the image pickup control device 34. 

In step 108, the marks 40A in the image A captured 
in step 106 are recognized (extracted). In the next step 
110, the positions (X A , Y/0 of all the recognized marks 
40A on the image A are calculated. In step 112, the 
three-dimensional coordinates (x, y, z) in the information 
input space of all the marks 40A in the image A are 
made to correspond to the positions (X A , Ya) of all the 
marks 40A on the image A, and this correspondence is 
stored in the memory 24 as the lattice point position 
information of the video camera 36A. 

In subsequent steps 114 through 120, the proc- 
esses of the video camera 36B are performed in the 
same manner as in the above-described steps 106 
through 1 12. Namely, in the next step 1 1 4, the image of 
the information input space picked up by the video cam- 
era 36B (referred to as an image B) is captured through 
the image pickup control device 34. In step 116, the 
marks 40 A in the image B captured in step 1 1 4 are rec- 
ognized (extracted). In the next step 118. the positions 
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(X B , Yb) of all the recognized marks 40A on the image 
B are calculated. In step 120. the three-dimensional 
coordinates (x, y, z) in the information input space of all 
the marks 40 A in the image B are made to correspond 
to the positions (X& Yb) of all the marks 40A on the 5 
image B, and this correspondence is stored in the mem- 
ory 24 as the lattice point position information of the 
video camera 36B. 

In the next step 122, whether or not the mark plate 
40 is moved to a final position (a position corresponding 10 
to the end opposite to the predetermined position in 
step 1 00 within the moving range of the mark plate 40)is 
determined. If the determination is negative in step 122, 
the processing proceeds to step 124. in step 124, the 
mark plate driving unit 38 allows the mark plate 40 to be 15 
moved in a predetermined direction by a fixed distance 
(specially, the distance corresponding to the space 
between the marks 40A on the mark plate 40). Then, 
the processing is returned to step 102. 

As described above, until the mark plate 40 20 
reaches the final position, steps 102 through 124 are 
repeated. "Thus, the multiplicity of marks 40A recorded 
on the mark plate 40 are moved to the positions corre- 
sponding to the multiplicity of lattice points (correspond- 
ing to virtual points) which are uniformity spaced in a 25 
lattice arrangement in the information input space. The 
correspondence between the three-dimensional coordi- 
nates of the lattice points in the information input space 
and the positions thereof on the image A is stored in the 
memory 24 as the lattice point position information of 30 
the video camera 36A. The correspondence between 
the three-dimensional coordinates of the lattice points in 
the information input space and the positions thereof on 
the image B is also stored in the memory 24 as the lat- 
tice point position information of the video camera 36B. 35 

The lattice point position information initialized by 
the above-mentioned lattice point position information 
initialization corresponds to the information for corre- 
sponding the three-dimensional coordinates of the vir- 
tual points to the positions of the virtual points on the 40 
image. The memory 24 corresponds to the storing 
means of the present invention. Since the mark plate 40 
and the mark plate driving unit 38 are used only for the 
above-mentioned lattice point position information ini- 
tialization and are not used for the following processing, 45 
the mark plate 40 and the mark plate driving unit 38 may 
be removed after the initialization. 

Referring to the flow chart of Fig. 6, the following 
description is provided for an illumination control 
processing which is regularly carried out by the control- so 
ler 22 after the above-mentioned lattice point position 
information initialization. In step 130, the illumination 
control device 30 switches on the illuminator 32A and 
switches off the illuminator 32B. In step 132. an image 
of the information input space is picked up by the video 55 
camera 36A, and the image is then output from the 
video camera 36A. In step 134, whether or not a prede- 
termined time period has passed since the illuminator 



32A was switched on is determined. Processing dose 
not begin until a positive determination is made. 

If an affirmative determination is made in step 134, 
the processing proceeds to step 136. In step 136. the 
illumination control device 30 switches off the illuminator 
32A and switches on the illuminator 32B. In step 138. an 
image of the information input space is picked up by the 
video camera 36B, and the image is then output from 
the video camera 36B. In step 140, whether or not a 
predetermined time period has passed since the illumi- 
nator 32A was switched on is determined. Processing 
dose not begin until a positive determination is made. 
Then, rf an affirmative determination is made in step 
140. the processing returns to step 130. 

As shown in Fig. 7, too, the above-described illumi- 
nation control processing allows the illuminators 32A 
and 32B to be alternately switched on/off at a predeter- 
mined time interval. When the illuminator 32 A is 
switched on, the image is picked up by the video cam- 
era 36A, and image data indicating the image A picked 
up by the video camera 36A is then output to the con- 
troller 22 through the image pickup control device 34. 
When the illuminator 32B is switched on, the image is 
picked up by the video camera 36B, and the image data 
indicating the image B picked up by the video camera 
36B is then output to the controller 22 through the image 
pickup control device 34. 

In the present embodiment, since the image pickup 
is performed by means of a near-infrared light, the lumi- 
nance of the image part corresponding to the informa- 
tion inputting person 10 in the picked up image is not 
influenced, and thus not altered by a change in the lumi- 
nance of the display 12 when a visible light is emitted 
therefrom, or by the skin color or clothing color of the 
information inputting person 10. Therefore, in the 
instruction determination processing as described 
below, the image part corresponding to the information 
inputting person 10 can be extracted with a high level of 
accuracy. Moreover, even if a fluorescent tube, which is 
processed so that light of the wavelength of the near- 
infrared range is not be emitted therefrom, is disposed 
near the information input space, the processing is not 
influenced by this fact. Furthermore, since the emission 
of the near-infrared light is not perceived by the informa- 
tion inputting person 10, the above-described alternate 
switch-on/off of the illuminators 32 A and 32B does not 
give an uncomfortable feeling to the information input- 
ting person 10. 

Referring to the flow chart of Figs. 8A and 8B, the 
following description is provided for the instruction 
determination processing for determining the instruction 
from the information inputting person 10, which is 
repeated at a predetermined time interval by the con- 
troller 22, together with the aforementioned illumination 
control processing. 

In step 150, the image data indicating the image A 
output from the video camera 36A and the image data 
indicating the image B output from the video camera 
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36B are captured at the timing shown in Fig. 7. In the 
next step 152, whether or not the information inputting 
person 10 is present in the information input space is 
determined based on the image data of the images A 
and B captured in step 150. 

As described above, the image of the information 
input space is picked up by the video camera 36A when 
the illuminator 32A alone is switched on, and the image 
pickup range of the video camera 36A is adjusted so as 
to be out of the range on the floor surface illuminated by 
the illuminator 32A. Accordingly, even if an object 50A 
which is not a subject to be recognized (see Fig. 3) such 
as the luggage of the information inputting person 10 or 
trash is present within the range on the floor surface illu- 
minated by the illuminator 32A, this object 50A which is 
not the subject to be recognized is not within the image 
pickup range of the video camera 36A. Furthermore, if 
an object SOB which is not the subject to be recognized 
(see Fig. 3) is present within the range on the floor sur- 
face picked up by the video camera 36A, an image of 
the object 50B which is not the subject to be recognized 
is picked up by the video camera 36A. However, since 
the object SOB which is not the subject to be recognized 
is out of the range illuminated by the illuminator 32A, the 
luminance of the image part corresponding to the object 
SOB which is not the subject to be recognized in the 
image A is very low. 

Furthermore, the image of the information input 
space is picked up by the video camera 36B when the 
illuminator 32B alone is switched on, and the image 
pickup range of the video camera 36B is adjusted so 
that it may be out of the range on the floor surface illu- 
minated by the illuminator 32B. Accordingly, even if the 
object SOB which is not the subject to be recognized is 
present on the floor surface illuminated by the illumina- 
tor 32B, this object SOB which is not the subject to be 
recognized is not within the image pickup range of the 
video camera 36B. Furthermore, if the object 50A which 
is not the subject to be recognized is present within the 
range on the floor surface picked up by the video cam- 
era 36B, the image of the object 50A which is not the 
subject to be recognized is picked up by the video cam- 
era 36B and thus the image part corresponding to the 
object 50A which is not the subject to be recognized is 
present in the image B. However, in the same manner 
as described above, the luminance of the image part 
corresponding to the object 50 A is very low. 

Therefore, in the previous step 152, whether or not 
the information inputting person 10 is present in the 
information input space can be determined by a very 
simple determination of, for example, whether or not the 
image part having a high luminance, and an area of a 
predetermined value or more, is present in the images A 
and B. When a negative determination is made in step 
152, no processing is carried out and the instruction 
determination processing is completed. 

On the other hand, if an affirmative determination is 
made in step 152, the processing proceeds to step 154. 



The processing from step 1 54 corresponds to the deter- 
mining means of the present invention. In step 154. the 
image part corresponding to a full-length image of the 
information inputting person 10 are extracted from the 

5 images A and B. The image part corresponding to the 
full-length image of the information inputting person 10 
can be also easily extracted by determining a continu- 
ous region which is composed of high-luminance pixels 
and has the area of a predetermined value or more. 

10 In step 156, the height of the information inputting 
person 10 is calculated based on the image part corre- 
sponding to the full-length image of the information 
inputting person 10. As shown in Fig. 9, f denotes a 
focal length of the imaging lens of the video camera 

75 positioned at a point O, H denotes the distance between 
an intersection point Q of a vertical line passing through 
the point O and the floor surface in the information input 
space and the point O, R denotes the distance between 
the point Q and a point P on the floor surface on which 

20 the information inputting person 10 is standing, and a 
distance h between a point P' corresponding to the top 
of the head of the information inputting person 10 and 
the point P is defined as the height of the information 
inputting person 10. Assuming that 8 denotes ZPOQ; 8' 

25 denotes ZP'OQ; h' denotes the length of the image of 
the information inputting person formed on the receptor 
surface of the area sensor of the video camera, a point 
p denotes an imaging point on the receptor surface cor- 
responding to the point P; a point p* denotes the imag- 

30 ing point on the receptor surface corresponding to the 
point P'; r denotes the distance between a center o of 
the receptor surface and the point p; and r* denotes the 
distance between the center o of the receptor surface 
and the point p\ the angles 8, 8* and the distances r, r* 

35 can be determined by the following equations (1) 
through (4). 

8 = tan" 1 (R/H) (1) 
40 8' = tan - 1 {R/(H-h)} (2) 

r = f6 (3) 
r' = f8' (4) 

45 

Therefore, the height h of the information inputting 
person 10 and the distance R can be determined by the 
following equations (5) and (6). 

so h = H{1 -tan(r/f)/tan(r'/f)} (5) 

R = Htan(r/f) (6) 

Since the distance H and the focal length f are 
55 already known, in step 156. the distances r and r* are 
determined from either the image A or the image B 
picked up by the video cameras 36A or 36B, and these 
determined distances r and r' are then substituted in the 
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equation (5), whereby the height h of the information 
inputting person 10 can be found, in step 156, the dis- 
tances r are found from the images A and B, and the 
determined distances r are then substituted in the equa- 
tion (6) so that the distances R are found, whereby the 5 
position (two-dimensional coordinates) of the informa- 
tion inputting person 10 on the floor surface is deter- 
mined. 

In next step 158, the three-dimensional coordinates 
(xo. v o» z o) of a reference point P 0 of the information 10 
inputting person 1 0 is determined based on the height h 
of the information inputting person 10 and the position 
of the information inputting person 10 on the floor sur- 
face determined in step 156. For example, the point (the 
point P 0 shown in Fig. 1 1) corresponding to the back of 15 
the information inputting person 10 or the like can be 
used as the reference point P 0 . In this case, the height 
(for example, the value z 0 ) of the reference point Pq, 
corresponding to the back of the information inputting 
person 10, from the floor surface is calculated in accord- 20 
ance with the height h of the information inputting per- 
son 10. Then, the position (plane coordinates) of the 
information inputting person 10 on the floor surface is 
set to the plane coordinate (for example, the values xq 
and y 0 ) of the reference point P 0 , whereby the three- 25 
dimensional coordinates of the reference point P 0 can 
be determined. 

In step 1 59, whether or not the information inputting 
person 10 makes the pointing motion (the motion to 
point toward the display 12 using a by the finger or the 30 
like) is determined based on the shapes of the image 
parts corresponding to the full-length images of the 
information inputting person 10 in the images A and B. 
Since the direction of the display 1 2 seen from the infor- 
mation inputting person 10 is already known, the deter- 35 
mination in step 159 can be accomplished by, for 
example, determining whether or not the portion pro- 
jecting toward the display 12, as seen from the informa- 
tion inputting person 10, is present at the height 
determinable as the position of the hand ol the informa- 40 
Won inputting person 10, in the image part correspond- 
ing to the full-length image of the information inputting 
person 10. 

Thus, when the information inputting person 10 
changes his/her attitude from an upright standing atti- 45 
tude, as shown in Fig. 12A, into an attitude of pointing 
with the hand to the display 12, as shown in Fig. 12B or 
12C, the determination that the information inputting 
person 10 is making a pointing motion is determined. If 
a negative determination is made in step 159, no so 
processing is performed and the instruction determina- 
tion processing is completed. On the other hand, if an 
affirmative determination is made in step 159, the 
processing proceeds to step 160. 

In step 160. a feature point P x of the information 55 
inputting person 10 in the image A is extracted on the 
basis of the image data indicating the image A captured 
from the video camera 36A, and the position (X A , Y/0 of 



the feature point P x on the image A is calculated. The 
point corresponding to the fingertip pointing to the dis- 
play 12 or the like can be used as the feature point P x of 
the information inputting person 10. In this case, this 
calculation can be accomplished by defining, as the 
position of the feature point P x , the position whose the 
tip of the portion projecting toward the display 1 2 is posi- 
tioned at a height determinable as the position of the 
hand of the information inputting person 10, in the 
image part indicating the full-length image of the infor- 
mation inputting person 1 0. 

Thus, when the image of the hand of the informa- 
tion inputting person 10 is picked up by the video cam- 
era 36A, as shown in Fig. 1 0A, the coordinates (X A , Yp) 
of the feature point P x , as shown in Fig. 10B, is calcu- 
lated in order to determine the position of the feature 
point P x . 

In step 162, all the lattice points whose positions on 
the image A are within the range (a range R shown in 
Fig. 10B) of (X A ± dX, Y A ± dY) are searched based on 
the lattice point position information of the video camera 
36A stored in the memory 24. The sizes of dX and dY 
are defined on the basis of the space between the lat- 
tice points (the space between the marks 40A) so that at 
least one lattice point or more may be extracted. 

In the present embodiment, a wide-angle lens is 
used as the imaging lens of the video camera. Thus, 
assuming that dX and dY are constant, the longer the 
distance between the video camera and the lattice 
points gets, the more lattice points are within the range 
of (X A ±dX, Y A ± dY), thereby resulting in a deterioration 
of the accuracy of calculating the three-dimensional 
coordinates of the feature point P x as described below. 
Thus, dX and dY are set so that the values thereof are 
, reduced as the distance from the video camera to dX 
and dY gets longer on the three-dimensional coordi- 
nates. Therefore, the range corresponding to (X A ± dX, 
Y A ± dY) on the three-dimensional coordinate is shaped 
into a quadrangular pyramid whose bottom surface is 
positioned on the side of the video camera. In this step 
162, the virtual points positioned within a predeter- 
mined range including the feature point on the image 
are extracted. 

In step 164, in the same manner as the previous 
step 160, the feature point P x of the information input- 
ting person 10 in the image B is extracted on the basis 
of the image data indicating the image B, captured from 
the video camera 36B, and the position (X B , Vq) of the 
feature point P x on the image B is calculated. In step 
166, in the same manner as the previous step 162, all 
the lattice points whose positions on the image B are 
within the range of (X B ± dX, Y B ± dY) are searched on 
the basis of the lattice point position information of the 
video camera 36B stored in the memory 24. In this step 
166, the virtual points positioned within a predeter- 
mined range including the feature point on the image 
are also extracted. 

In next step 168. the common extracted lattice 
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points are determined on the basis of the lattice points 
extracted from the images A and B as described above. 
By this determination, only a plurality of lattice points in 
the position adjacent to the feature point P x in the infor- 
mation input space are extracted. In step 1 70, the three- 5 
dimensional coordinates of the common lattice points 
extracted from the images A and B are captured from 
the lattice point position information. 

In this embodiment, as described below, the three- 
dimensional coordinates of the feature point P x are cal- 10 
culated by an interpolation from the three-dimensional 
coordinates of plural lattice points in the position adja- 
cent to the feature point in the information input space, 
(more specifically, a coordinate value of the three- 
dimensional coordinates of the feature point is found by is 
a weighted average of the coordinate values of the 
three-dimensional coordinates of plural lattice points). 
Thus, previous to the calculation of the three<limen- 
sional coordinates of the feature point P x , in the next 
step 172, a rate of interpolation from the three-dimen- 20 
sional coordinates of the common lattice points 
extracted from the images A and B (a weight to the coor- 
dinate values of the three-dimensional coordinates of 
the lattice points) is determined based on the positions 
on the images A, and B of the common lattice points 25 
extracted from the images A and B, the position (X A , Ya) 
of the feature point P x on the image A, and the position 
(*b. Y B ) of the feature point P x on the image B. For 
example, this rate of interpolation can be determined so 
that the weight of the coordinate values of the three- 30 
dimensional coordinates of the lattice points in the posi- 
tions^adjacent to the feature points on the images A and 
B may be increased. 

In step 174, the three-dimensional coordinates (X x , 
Y x , Zx) of the feature point P x are calculated on the 35 
basis of the three-dimensional coordinates of the com- 
mon lattice points extracted from the images A and B 
and the rate of interpolation determined in step 1 72. 

In step 1 76, based on the three-dimensional coordi- 
nates of the reference point P 0 of the information input- 40 
ting person calculated in the previous step 158, and the 
three-dimensional coordinates of the feature point P x 
calculated in step 174, the direction of an extended vir- 
tual line (see virtual line 54 in Fig. 11) connecting the 
reference point and the feature point is determined as 45 
the direction pointed to by the information inputting per- 
son 10, and the coordinates (plane coordinate) of the 
intersection point (see point S in Fig. 1 1) of the plane, 
including the display surface of the large-screen display 
12, and the virtual line are calculated in order to deter- so 
mine the position pointed to by the information inputting 
person 10. 

In the next step 178, whether or not the information 
inputting person 10 is pointing to the display surface of 
the large-screen display 12 is determined based on the 55 
coordinates determined in step 176. If a negative deter- 
mination is made, a monitor flag (the flag for monitoring 
the click motion) is set at 0 in step 180 so as to thereby 



complete the instruction determination processing. On 
the other hand, rf an affirmative determination is made 
in step 178, the coordinates indicating the position 
pointed to by the information inputting person 10 calcu- 
lated in step 1 76 are output to the information processor 
14. Thus, the information processor 14 performs the 
processing, for example, it allows a cursor to be dis- 
played at a predetermined position, which is judged the 
position pointed to by the information inputting person 
10, on the display surface of the display 12. 

From the next step 184 and the steps following step 
184, whether or not the information inputting person 10 
makes the click motion is determined. In the present 
embodiment, the click motion is defined as any motion 
of the hand of the information inputting person (for 
example, bending and turning a wrist, bending and 
extending a finger or the like). In step 184, the image 
part corresponding to the hand of the information input- 
ting person 10 in the image A is extracted so that the 
area of the corresponding image part is calculated, and 
the image part corresponding to the hand of the infor- 
mation inputting person 10 in the image B is also 
extracted so that the area of the corresponding image 
part is calculated. 

In next step 186, whether or not the monitor flag is 
1 is determined. Since a negative determination in step 
186 indicates that the information inputting person 10 
has not pointed to the display surface of the display 12 
during the previous instruction determination process- 
ing, the monitor flag is set at 1 in step 188. In the next 
step 190, the area of the image part corresponding to 
the hand of the information inputting person 10 calcu- 
lated in step 184 is stored in the RAM 22C in order to 
later determine the click motion, and the instruction 
determination processing is completed. 

On the other hand, since an affirmative determina- 
tion in step 186 indicates that the information inputting 
person 1 0 is continuing to point at the display surface of 
the display 12, the processing proceeds to step 192. In 
step 192 ? the area calculated in step 184 is compared to 
the area stored in the RAM 22C or the like (the area 
which is calculated when the information inputting per- 
son 10 starts pointing at the display surface of the dis- 
play 12, namely, the time when the monitor flag was set 
at 1 in step 1 88), whereby, whether or not the area of the 
image part corresponding to the hand of the information 
inputting person 10 is changed beyond a predetermined 
value, is determined. A negative determination in step 
192 indicates that the information inputting person 10 
has not made the click motion, so that the instruction 
determination processing is completed without any 
processing. 

When the information inputting person 10 bends or 
turns the wrist (for example, changes from the attitude 
shown in Fig. 12B into the attitude shown Fig. 12C or 
vice versa) or he/she bends or extends a finger, the 
areas of the image parts corresponding to the hand of 
the information inputting person 10 in the images A and 
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B are changed beyond a predetermined value, whereby 
an affirmative determination is made in step 192. When 
an affirmative determination is made in step 192, the 
information indicating "click detected" Is output to the 
information processor 14 in step 194. In the next step 
196, the monitor flag is set at 0 and the instruction 
determination processing is then completed. 

Thus, the information processor 14 determines that 
a predetermined position on the display surface of the 
display 12, pointed to by the information inputting per- 
son 10, (the position corresponding to the coordinates 
input in step 182) is clicked. Then, the information proc- 
essor 14 performs the processing in response to the 
information displayed at a predetermined position on 
the display surface of the display 12. 

The controller 22 of the hand pointing input appara- 
tus 20 repeats the above-described instruction determi- 
nation processing at a predetermined time interval, 
whereby it is possible to determine, in real time, the 
position on the display surface of the display 12 pointed 
to by the information inputting person 1 0 and whether or 
not the click motion is detected. Thus, various uses are 
possible as described below by combining the instruc- 
tion determination processing with the processing exe- 
cuted by the information processor 14. 

For example, the display 12 is installed on the wall 
surface in an underground shopping mail or the like, and 
a product advertisement or the like is displayed on the 
display 12 by the information processor 14. In this case, 
the hand pointing input apparatus 20 according to the 
present embodiment permits an interactive communica- 
tion with a user, for example, a picture may be displayed 
describing a particular product in detail, in response to 
the instruction of the user (the information inputting per- 
son). Furthermore, if the user possesses a pre-paid 
card, the user can buy the product by paying with this 
card. 

Moreover, for example, the display 12 is installed in 
an entrance of a building, and an information map giving 
a guide to the building or the like is displayed on the dis- 
play 12 by the information processor 14. In this case, 
the hand pointing input apparatus 20 according to the 
present embodiment permits interactive communication 
with the user, for example, a picture may be displayed 
describing in detail the place in the building which the 
user intends to visit, or a route to the place the user 
intends to visit may be shown in response to the instruc- 
tion of the user (the information inputting person). 

In general, operating manuals and other manuals 
are not carried into a dean room. However, for example, 
the display 12 may be arranged outside the clean room 
so as to be visible from inside the clean room, and the 
contents of the operating and other manuals are dis- 
played on the display 12 in response to the instruction 
from the operator in the clean room determined by the 
hand pointing input apparatus 20, whereby interactive 
communication between the inside and the outside of 
the clean room is possible, so that operating efficiency 



in the clean room is improved. 

The following applications are also possible. For 
example, the large-screen display 12, the hand pointing 
input apparatus 20, and the information processor 14 
5 may be operated as a game machine in an amusement 
park. In a presentation at a conference, an explanation 
may be displayed on the display 12, and an optional 
position on the display surface of the display 12 is 
pointed at 

10 In the above description, the image pickup range of 
the video camera 36A is adjusted so that the range on 
the floor surface illuminated by the illuminator 32A may 
be out of the image pickup range of the video camera 
36A, while the image pickup range of the video camera 
is 36B is adjusted so that the range on the floor surface 
illuminated by the illuminator 32B may be out of the 
image pickup range of the video camera 36B. The 
image pickup is performed by the video camera 36A 
when the illuminator 32A alone is switched on, while the 
20 image pickup is performed by the video camera 36B 
when the illuminator 32B alone is switched on. Although 
the images A and B, from which the image parts corre- 
sponding to the information inputting person 1 0 are eas- 
ily extracted, are thus picked up, the present invention is 
25 not limited to this example. Even if the range on the floor 
surface illuminated by the illuminator 32 is within the 
image pickup range of the video camera, 'rt is possible to 
pickup images from which the image parts correspond- 
ing to the information inputting person 10 are easily 
30 extracted. 

In the example shown in Fig. 13, the image pickup 
range of a video camera 36 includes the range on the 
floor surface illuminated by the illuminator 32A, and the 
range on the floor surface illuminated by the illuminator 
35 32B. The object 50A, which is not the subject to be rec- 
ognized on the floor surface illuminated by the illumina- 
tor 32A, and the object 50B, which is not the subject to 
be recognized on the floor surface illuminated by the 
illuminator 32B, are picked up by the video camera 36. 
40 in such cases, the illumination control processing 
shown in Fig. 14 may be performed. 

In the illumination control processing shown in Fig. 
14, in step 250, the illuminator 32A is switched on and 
the illuminator 32B is switched off. Then, in step 252, an 
45 image of information input space is picked up by the 
video camera 36. In step 254, the image data output 
from the video camera 36 (the image indicated by the 
image data is referred to as a first image) is captured 
and stored in the RAM 22C. In step 256, whether or not 
so a predetermined time T passes after the illuminator 32A 
is switched on is determined. Until a predetermined 
time T passes, the processing is not performed. If an 
affirmative determination is made in step 256, the 
processing proceeds to step 258. In step 258, the illumi- 
55 nator 32B is switched on. and the illuminator 32A is 
switched off after a predetermined time to passes after 
the illuminator 32B is switched on (where it should be 
noted that to < T: see Fig. 15). 
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In the next step 260, an image of the information 
input space is picked up by the video camera 36. In step 
262, the image data output from the video camera 36 
(the image indicated by the image data is referred to as 
a second image) is captured. In step 264, the lower 
luminance value of the luminance values of a certain 
pixel in the first and second images is selected based 
on the image data indicating the first image stored in the 
RAM 22C in step 254. and the image data indicating the 
. second image captured in step 262. The selected lumi- 
nance value is used as the luminance value of the pixel. 
This processing is performed for all the pixels, whereby 
new image data is generated and the generated image 
data is output. 

In this illumination control processing, as shown in 
Fig. 15, since the time period when the illuminator 32 A 
is switched on overlaps with the time period when the 
illuminator 32B is switched on during a predetermined 
time to, the information inputting person 10 is illumi- 
nated at all times. On the other hard, as shown in Fig. 

13, the object 50A which is not the subject to be recog- 
nized is illuminated only when the illuminator 32A is 
switched on, and the object 50B which is not the subject 
to be recognized is illuminated only when the illuminator 
32 B is switched on. Therefore, by the processing in step 
262, it is possible to obtain the image in which only the 
image part corresponding to the information inputting 
person 10 has high luminance, namely, the image from 
which the image part corresponding to the information 
inputting person 10 is easily extracted (or the image 
data indicating this data). 

In the next step 266, whether or not a predeter- 
mined time T passes after the illuminator 32B is 
switched on is determined. Until a predetermined time T 
passes, the processing is not performed. If an affirma- 
tive determination is made in step 266, the processing 
proceeds to step 268. In step 268, the illuminator 32A is 
switched on, and the illuminator 32B is switched off after 
a predetermined time to passes after the illuminator 32A 
is switched on. Then, the processing is returned to step 
252. 

For a simple description, a single video camera 36 
alone is shown in Fig. 13, and the processing alone for 
a single video camera 36 is shown in Fig. 1 4. However, 
even if a plurality of video cameras 36 for picking up the 
information input space from different directions are 
provided, the above-described processing is performed 
for each video camera 36, whereby it is possible to 
obtain the images from which the image parts corre- 
sponding to the information inputting person 10 are eas- 
ily extracted. 

In the illumination control processing shown in Fig. 

1 4, the image data is captured in synchronization with 
the switch-on/off timing of the illuminators 32A and 32B, 
only during the time period when either the illuminator 
32A or 32B is switched on. However, for example, 
regardless of the switch-on/off timing of the illuminators 
32A and 32B, the image data is captured at a period of 



1 /integral part of the predetermined time T (see Figs. 14 
and 15). whereby the processing in step 264 may be 
performed at a period of 2xT. 

Instead of selecting the lower luminance value of 

s each pixel in the previous step 264, for example, the 
overlap period time to intervenes between cycles, while 
the illuminators 32A and 32B are alternately switched 
on in fixed cycles (whereby the ratio of the amount of 
time of switch-on for each illuminator 32A and 32B, is 

10 50+a% where a corresponds to the overlap period 
time). For each pixel, average luminance in one switch- 
on cycle of the illuminators 32A and 32B may be used 
as the luminance of each pixel. Alternatively, for the 
change in the luminance of each pixel in one switch-on 

15 cycle of the illuminators 32 A and 32 B t the direct-current 
component alone of the change in the luminance is 
extracted by a low-pass filter, a fast Fourier transform, or 
the like, whereby the luminance value corresponding to 
the extracted direct-current component of the lumi- 

20 nance change may be used as the luminance value of 
each pixel. Even in the above-mentioned case, the rela- 
tively high luminance value is used as the luminance 
value of the pixel corresponding to the information input- 
ting person 10 which is always illuminated by the illumi- 

25 nator 32A or 32B during one switch-on cycle of the 
illuminators 32A and 32B. It is thus possible to obtain an 
image from which the image part corresponding to the 
information inputting person 10 is easily extracted. 
In order to obtain an image from which the image 

so part corresponding to the information inputting person 
10 is easily extracted, as shown in Fig. 16, a slope plat- 
form 58 may be arranged on the floor surface in the 
information input space. The slope platform 58 includes 
an inclined surface 58A which is formed so that it may 

35 surround the information inputting person 10 who enters 
the information input space. Thus, for example, even if 
the information inputting person 10 comes to the infor- 
mation input space with luggage or the like, the slope 
platform 58 prevents the information inputting person 1 0 

40 from putting the luggage or the like near himself /herself, 
so that the luggage or the like is put apart from the infor- 
mation inputting person 10, namely, out of the image 
pickup range of the video camera 36. Therefore, the 
presence of an image part corresponding to an object 

45 which is not the subject to be recognized such as the 
luggage of the information inputting person 10 in the 
image picked up by the video camera 36 is presented. It 
is thus possible to obtain the image from which the 
image part corresponding to the information inputting 

so person 1 0 is easily extracted. 

When an object which is not the subject to be rec- 
ognized, such as relatively small trash or dust remains 
around the information inputting person 10, a fan or the 
like for generating an air flow may be provided around 

55 the information inputting person 10 so that the object 
which is not the subject to be recognized may be blown 
away by the air flow. Alternatively, a storage tank for 
storing water or the like may be also arranged around 
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the information inputting person 10. Furthermore, the 
storage tank may be circular in shape so that the water 
or the like may circulate through the storage tank. With 
a construction such as this, it is also possible to prevent 
an object which is not the subject to be recognized from 
remaining around the information inputting person 10. 

Although, in the above description, the lattice point 
position information is set by the use of the mark plate 
40 composed of many marks 40A which are recorded 
so that they may be equally spaced in a matrix shape on 
the transparent flat plate, the present invention is not 
limited to this example. As shown in Rg. 17, a mark 
plate 62, in which markers composed of many light 
emitting devices 62A such as LED are arranged in a 
matrix shape on the transparent flat plate, may be used. 

In this case, in the lattice point position information 
initialization, one light emitting device 62A at a time is 
sequentially switched on. Whenever each light emitting 
device 62 A is switched on, the three-dimensional coor- 
dinates of the switched-on light emitting device 62A are 
calculated. An image of the information input space is 
picked up by the video cameras 36A and 36B. The posi- 
tion of the light emitting device 62A on the images A and 
B is calculated. The three-dimensional coordinates of 
the light emitting device 62A are made to correspond to 
the position of the light emitting device 62A on the 
images A and B. This correspondence is stored in the 
memory 24 as the lattice point position information. 
After all the light emitting devices 62A on the mark plate 
62 are switched on, the mark plate 62 is moved by a 
fixed amount by the mark plate driving unit 38. The 
above processing has only to be repeated. 

As shown in Fig. 18, the mark plate 40 and the 
mark plate 62 can be replaced by a robot arm unit 66 
capable of moving a hand 66B mounted on the end of 
an arm 66A to an optional position in the information 
input space in which the marker composed of a light 
emitting device 68 is attached to the hand 66B. In this 
case, in the lattice point position information initializa- 
tion, the light emitting device 68 is switched on, and the 
light emitting device 68 is moved to the positions corre- 
sponding to many lattice points constantly spaced in the 
lattice arrangement in the information input space. 
Whenever the light emitting device 68 is positioned in 
each position, the three-dimensional coordinates of the 
light emitting device 68 are calculated. The image of the 
information input space is picked up by the video cam- 
eras 36A and 36B. The position of the light emitting 
device 68 on the images A and B is calculated. The 
three-dimensional coordinates of the light emitting 
device 68 are allowed to correspond to the position of 
the light emitting device 68 on the images A and B. This 
correspondence has only to be stored in the memory 24 
as the lattice point position information. 

Furthermore, instead of an automatic positioning of 
the markers (the marks 40A, the light emitting devices 
62A or the light emitting device 68) in the positions cor- 
responding to a multiplicity of lattice points uniformity 



spaced in the lattice arrangement in the information 
input space by driving the mark plate 40, the mark plate 
62, the robot arm unit 66 or the like as described above, 
the markers are manually positioned in the positions 

5 corresponding to the multiplicity of lattice points by the 
operator and an image of this situation is picked up, 
whereby the lattice point position information initializa- 
tion alone may be automatically performed. 

The mark plate shown in Figs. 17 and 18 can be 

10 also applied to the use of at least one video camera and 
a plurality of illuminators as shown in Fig. 1 3. 

In the instruction determination processing shown 
in Figs. 8A and 8B, when the information inputting per- 
son 10 does not make the pointing motion (when the 

is negative determination is made in step 1 59), the coordi- 
nates of the position on the display surface of the dis- 
play 1 2 pointed at by the information inputting person 1 0 
are not calculated and thus the coordinates are not out- 
put to the information processor 14. As a result, when 

20 the information inputting person 10 does not make the 
pointing motion, the cursor or the like is not displayed on 
the display 12. Therefore, in order to keep the cursor or 
the like displayed on the display 12, the information 
inputting person 10 is required to keep pointing to a 

25 desired position on which the cursor or the like is dis- 
played. Disadvantageous!^ this results in a heavy load 
of the information inputting person 10. 

For this reason, the instruction determination 
processing shown in Figs. 8A and 8B may be replaced 

30 by the instruction determination processing shown in 
Fig. 19. In this instruction determination processing, in 
the same manner as steps 150 and 152 in the instruc- 
tion determination processing of Figs. 8A and 8B, the 
image data output from the video cameras 36A and 36B 

35 is captured in step 230, and whether or not the informa- 
tion inputting person 10 is present in the information 
input space is then determined on the basis of the cap- 
tured image data in next step 232. 

If a negative determination is made, the processing 

40 proceeds to step 280. In step 280, whether or not an 
arrival flag (the flag for indicating that the information 
inputting person 10 has arrived at the information input 
space) is 1 is determined. Since the initial value of the 
arrival flag is 0, the negative determination is first made 

45 in step 280, so that the instruction determination 
processing is completed without any processing. When 
the information inputting person does not arrive at the 
information input space, a predetermined attraction pic- 
ture (the picture for attracting passersby near the infor- 

so mation input space to the information input space) is 
displayed on the display 1 2 by the information processor 
14. 

On the other hand, when the information inputting 
person 10 dose arrive at the information input space, 
55 the affirmative determination is made in step 232, and 
the processing proceeds to step 234. In step 234, 
whether or not the arrival flag is 0 is determined. If the 
affirmative determination is made in step 234, the 
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processing proceeds to step 236. In step 236, the infor- 
mation processor 14 is informed that the information 
inputting person has arrived at the information input 
space. Thus, the information processor 14 switches the 
picture displayed on the display 12 from the attraction 
picture to an initial picture (for example, for a product 
advertisement, this may be a picture indicating a prod- 
uct list or the like). 

In the next step 238, since the information inputting 
person has arrived at the information input space, the 
arrival flag is set at 1, an instruction flag, (the flag for 
indicating that the information inputting person 10 is 
pointing to the display surface of the display 12), and the 
monitor flag are set at 0, and then the processing pro- 
ceeds to step 240. When a negative determination is 
made in step 234, namely, when the information input- 
ting person remains in the information input space after 
the previous execution of the instruction determination 
processing, the processing proceeds to step 240 with- 
out any processing in steps 236 and 238. 

In step 240, in the same manner as steps 154 
through 158 of the flow chart of Figs. 8A and 8B, the 
image parts corresponding to the full-length image of 
the information inputting person 10 are extracted from 
the images picked up by the video cameras 36A and 
36B, and the height h and the position on the floor sur- 
face of the information inputting person 10 are calcu- 
lated, whereby the three-dimensional coordinates of the 
reference point of the information inputting person 10 
are determined. In next step 242, in the same manner 
as step 159 of the flow chart of Figs. 8A and 8B, 
whether or not the information inputting person 10 is 
making a pointing motion is determined. If a negative 
determination is made in step 242, whether or not the 
instruction flag is 1 is determined in step 270. If a nega- 
tive determination is also made in step 270. the instruc- 
tion determination processing is completed. 

On the other hand, when the information inputting 
person 10 changes his/her attitude from an upright 
standing attitude as shown in Fig. 12A into an attitude of 
pointing with the hand to the display 12 as shown in Fig. 
12B or 12C, an affirmative determination is made in 
step 242, and then the processing proceeds to step 
244. In step 244, in the same manner as steps 160 
through 176 of the flow chart of Figs. 8A and 8B, the 
three-dimensional coordinates of the feature point of the 
information inputting person 10 are calculated, and the 
position pointed to by the information inputting person 
10 is then calculated. 

In step 246, whether or not the information inputting 
person 10 points to the display surface of the display 12 
is determined. If a negative determination is made in 
step 246, the processing proceeds to step 270. On the 
other hand, if an affirmative determination is made in 
step 246, the pointing flag is set at 1 in step 247. Then, 
in step 248, the coordinates of the position on the dis- 
play surface of the display 12 pointed to by the informa- 
tion inputting person 10 is output to the information 



processor 14 and the coordinates are stored in the RAM 
22C or the like. Thus, the information processor 14 
allows the cursor or the like to be displayed at the posi- 
tion on the display surface of the display 12 pointed to 

5 by the information inputting person 10. 

The processing in the steps 250 through 262 is per- 
formed in the same manner as steps 184 through 196 of 
the flow chart of Figs. 8A and 8B, whereby the click 
motion is detected. Namely, the image part correspond- 

10 ing to the hand of the information inputting person 10 in 
the image is extracted so that the area thereof is calcu- 
lated (step 250), and whether or not the monitor flag is 
1 is determined (step 252). If a negative determination 
is made in step 252, the monitor flag is set at 1 (step 

is 254). The previously calculated area of the image part 
corresponding to the hand of the information inputting 
person is stored in the memory (step 256), and the 
instruction determination processing is completed. 
If an affirmative determination is made in step 252, 

20 the area calculated in step 250 is compared to the area 
stored in the RAM 22C or the like, whereby whether or 
not the area of the image part corresponding to the 
hand of the information inputting person 10 is changed 
beyond a predetermined value is determined (step 

25 258). If a negative determination is made in step 258, 
the determination that the information inputting person 
10 is not making a click motion is made, so that the 
instruction determination processing is completed with- 
out any processing. On the other hand, if an affirmative 

30 determination is made in step 258, the information indi- 
cating "click detected* is output to the information proc- 
essor 14 (step 260, whereby the information processor 
14 executes a predetermined processing such as 
replacing the picture displayed on the display 12). Then, 

35 the monitor flag and the pointing flag are set at 0 (step 
262), and the instruction determination processing is 
completed. 

If the information inputting person 10 points to the 
display surface of the display 12, and then he/she low- 

40 ers the arm without a click motion, a negative determi- 
nation is made in step 242 and the processing proceed 
to step 270. At this time, since the pointing flag is 1 , an 
affirmative determination is made in step 270, and then 
processing proceeds to step 272. In step 272, the coor- 

45 dinates of the position on the display surface of the dis- 
play 12 pointed to by the information inputting person 
10, (calculated and stored in the RAM 22C in step 248), 
are output to the information processor 14. Thus, the 
information processor 14 allows the cursor to remain 

so displayed at the position where the cursor was dis- 
played before the information inputting person 10 low- 
ered the arm. 

In the above description, even if the attitude of the 
information inputting person 10 is changed from the atti- 

55 tude shown in Fig. 12B or 12C into the attitude shown in 
Fig. 12 A, the cursor remains displayed. Thus, even 
when the information inputting person 10 desires to 
keep the cursor displayed (for example, during a pres- 
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entation at a conference), the information inputting per- 
son 10 is not required to keep the arm raised. 
Accordingly, the burden on the information inputting per- 
son 10 can be reduced. 

If the information inputting person 10 goes out of 
the information input space, a negative determination is 
made in step 232 even midway through a series of 
processing acts by the information processor 14, so that 
the processing proceeds to step 280. Since the arrival 
flag is set at 1 when the information inputting person 10 
goes out of the information input space, the affirmative 
determination is made in step 280. In step 282, the 
information processor 14 is informed that the informa- 
tion inputting person 1 0 has gone out of the information 
input space Thus, if the processing is midway through 
being executed, the information processor 14 stops the 
execution of the processing and switches the picture 
displayed on the display 12 to the attraction picture. In 
the next step 284, the airmail flag is set at 0, and the 
instruction determination processing is completed. 

In this manner, when an information inputting per- 
son 10 is absent from the information input space, an 
attraction picture is always displayed on the display. 
Every time the information inputting person 10 comes to 
the information input space, the information processor 
14 performs a series of processing acts starting with 
displaying the initial picture on the display 12. 

Although, in the instruction determination process- 
ing shown in Figs. 8 and 19, the click motion is defined 
as any motion of the hand of the information inputting 
person (for example, bending and turning the wrist, 
bending and extending a finger or the like), the present 
invention is not limited to these examples. A forward 
quick motion of the hand of the information inputting 
person 10 (see Fig. 22A, hereinafter referred to as a 
"forward click") and a backward quick motion of the 
hand of the information inputting person 10 (see Fig. 
22B, hereinafter referred to as a "backward click") may 
be defined as the click motion. The above-described 
ctick motion can be detected by, for example, the 
instruction determination processing shown in Fig. 20 
instead of the instruction determination processing 
shown in Figs. 8 and 19. 

Namely, in the instruction determination processing 
shown in Fig. 20, firstly, in step 310, in the same manner 
as step 152 of the flow chart of Figs. 8A and 8B and 
step 232 of the flow chart of Rg. 1 9, whether or not the 
information inputting person 10 has arrived at (is 
present in) the information input space is determined. 
This determination can also be accomplished by the 
very simple determination of, for example, whether or 
not an image part having a high luminance and an area 
of a predetermined value or more is present in the 
images A and B. If a negative determination is made in 
step 310, the processing is delayed until an affirmative 
determination is made. When the information inputting 
person 10 arrives at the information input space, an 
affirmative determination is made in step 310, and then 



the processing proceeds to step 31 2. In step 312, a dick 
motion speed setting processing is executed. 

This click motion speed setting processing will now 
be described with reference to the flow chart of Rg. 21 . 

5 In step 290, the information processor 14 is given an 
instruction to display on the display 12 a message to 
request the information inputting person 10 to make the 
click motion. The information processor 14 allows the 
massage to be displayed on the display 12. When the 

ro massage is displayed on the display 1 2, the information 
inputting person 10 bends or extends the arm and 
repeats the forward click motion or backward click 
motion. 

In the next step 292, a reference point/feature point 
15 coordinates calculation processing (the same process- 
ing as in steps 1 54 through 1 76 of the flow chart of Figs. 
8A and 8B) is performed, whereby the three-dimen- 
sional coordinates of the reference point Pq and the fea- 
ture point P x are determined. In step 294, whether or 
20 not the information inputting person 10 makes a point- 
ing motion to point to the display 12 is determined. If a 
negative determination is made in step 294, the 
processing returns to step 292. Steps 292 and 294 are 
repeated until the information inputting person 10 
25 makes the pointing motion. If an affirmative determina- 
tion is made in step 294, the processing proceeds to 
step 296. 

In step 296, a distance k between the reference 
point P 0 and the feature point P x is calculated from the 

30 three-dimensional coordinates of the reference point 
P 0 , and the three-dimensional coordinate of the feature 
point P x which are captured in step 292. Although step 
296 is repeated, during the second and later repetitions, 
the rate of the change of the distance k, that is, a veloc- 

35 ity of change V, (a moving speed of the position of the 
feature point P x to the reference point P 0 ), is calculated 
based on the difference between the current value of 
the distance k and the previous value of the distance k. 
This calculation result is stored. 

mined time passes after the message requesting the 
click motion is displayed on the display 12 is deter- 
mined. If the negative determination is made in step 
298, the processing is returned to step 292, and steps 

45 292 through 298 are repeated. Therefore, until a prede- 
termined time passes after the massage of the request 
for the click motion is displayed, the calculation and 
storage of the velocity of change V of the distance k 
between the reference point P 0 and the feature point P x 

so are repeated. 

If an affirmative determination is made in step 298, 
the processing proceeds to step 300. The previously 
calculated and stored velocity of change V is captured, 
and a click motion speed V 0 is set and stored as the 

55 threshold value, based on the transition of the velocity of 
change V during a single click motion of the information 
inputting person 10. This click motion speed V 0 is used 
as the threshold value for determining whether or not 
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the information inputting person 10 is making the click 
motion in the processing described below. Thus, in 
order to determine with certainty that the information 
inputting person 10 is making a click motion, a click 
motion speed V 0 can be set at, for example, a value 
which is slightly smaller than the average value of the 
velocity of change V during a single click motion of the 
information inputting person 10. Alternatively, the click 
motion speed V 0 may be set at a minimum value of the 
velocity of change V during a single click motion of the 
information inputting person 10. 

When the information inputting person 10 bends or 
extends an arm so as to thereby make the click motion, 
the moving speed (the velocity of change V) of the fea- 
ture point P x varies depending on the information input- 
ting person 10. However, the above-described click 
motion speed setting processing is executed every time 
an information inputting person 10 arrives at the infor- 
mation input space. Therefore, when a new information 
inputting person 10 arrives at the information input 
space, an appropriate new value is set as the click 
motion speed V 0 in response to the physique, muscular 
strength, or the like of the new information inputting per- 
son 10. 

When the above-described click motion speed set- 
ting processing is completed, the processing proceeds 
to step 314 of the instruction determination processing 
(Fig. 20). In step 314, the reference point/feature point 
coordinates calculation processing (the same process- 
ing as in steps 154 through 1 76 of the flow chart of Figs. 
8A and 8B) is performed, whereby the three-dimen- 
sional coordinates of the reference point P 0 and the fea- 
ture point P x are determined. In the next step 316, 
whether or not the information inputting person 10 is 
making the pointing motion is determined based on the 
three-dimensional coordinates of the reference point P 0 
and the feature point P x determined in step 314. 

If a negative determination is made in step 316, the 
processing proceeds to step 334. In step 334, whether 
or not the information inputting person 10 has ieft the 
information input space is determined. In the same 
manner as step 310 described above, this determina- 
tion can also be accomplished by the very simple deter- 
mination of, for example, whether or not the image part 
having a high luminance and an area of a predeter- 
mined value or more is absent from the images A and B. 
If a negative determination is made, the processing 
returns to step 314. Steps 314. 316 and 334 are 
repeated until the information inputting person 10 
makes the pointing motion, steps 314. 316, 334 are 
repeated. 

If an affirmative determination is made in step 316, 
the processing proceeds to step 31 8. In step 318, based 
on the three-dimensional coordinates of the reference 
point P 0 and the feature point P x calculated in step 314, 
in the same manner as step 176 of the flow chart of 
Figs. 8A and 8B, in order to determine the position 
pointed to by the information inputting person 1 0, the 



coordinate of the intersection point on a the plane 
including the display surface of the large-screen display 
12, and the virtual line connecting the reference point 
and the feature point, are calculated. In the next step 
5 320, whether or not the information inputting person 10 
points to the display surface of the large-screen display 
12 is determined based on the coordinate calculated in 
step 318. 

If a negative determination is made in step 320, the 
10 processing proceeds to step 334 without any process- 
ing. On the other hand, if an affirmative determination is 
made in step 320. in step 322, the coordinates calcu- 
lated in step 31 8 are output to the information processor 
14, whereby the information processor 14 is given the 
is instruction to display the cursor. Thus, the information 
processor 1 4 performs the processing allowing the cur- 
sor to be displayed on a predetermined position, which 
is judged to be the position pointed to by the information 
inputting person 1 0, on the display surface of the display 

20 12. 

In the next step 324, the distance k between the ref- 
erence point P 0 and the feature point P x is calculated 
based on the three-dimensional coordinates of the ref- 
erence point Po and the feature point P x and whether or 

25 not the distance k is changed is determined. Step 324 is 
repeated, when the information inputting person 10 
points to the display surface of the display 12 (when an 
affirmative determination is made in step 320). Since 
whether or not the distance k is changed cannot be 

30 determined when the distance k is calculated for the first 
time in step 324, a negative determination is uncondi- 
tionally made in step 324. 

On the other hand, if a affirmative determination is 
made in step 324, the processing proceeds to step 326. 

35 In step 326. the velocity of the change V of the distance 
k is calculated, and whether or not the calculated veloc- 
ity of change V is the threshold value, (the click motion 
velocity V 0 set by the click motion velocity setting 
processing), or more is determined. In step 326, since 

40 the velocity of change V of the distance k cannot be 
determined when the distance k is caJculated for the first 
time in step 324. a negative determination is uncondi- 
tionally made. If a negative determination is made in 
step 324 or 326, the determination that the information 

45 inputting person 10 is not making a click motion is 
made, and the processing proceeds to step 334 without 
any processing. 

If an affirmative determination is made in step 324 
or 326, the determination that the information inputting 

so person 10 is making a click motion is made. In step 328, 
the direction of the change in the distance k is deter- 
mined, and the processing branches in response to the 
result of the determination. When the distance k is 
changed in a direction of increase, since it can be 'deter- 

55 mined that the information inputting person 1 0 is making 
the forward click motion by quickly extending an arm, 
the processing proceeds to step 330. In step 330, the 
information indicating that the forward click has been 
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detected is output to the information processor 14, and 
then the processing proceeds to step 334. On the other 
hand, when the distance k is changed in a direction of 
reduction, since it can be determined that the informa- 
tion inputting person 10 is making the backward click 
motion by quickly bending the arm, the processing pro- 
ceeds to step 332. In step 332, the information indicat- 
ing that the backward click has been detected is output 
to the information processor 14, and then the process- 
ing proceeds to step 334. 

When the information indicating that the forward or 
backward click has been detected is input to the infor- 
mation processor 14, the information processor 14 
determines that the current position pointed to by the 
information inputting person 10 is clicked. If the forward 
click is detected, a f irst processing corresponding to the 
current position pointed to is performed. If the backward 
click is detected, a second processing (differing from 
the first processing) corresponding to the current posi- 
tion pointed to is performed. When the information 
inputting person 10 goes out of the information input 
space, an aff irmative determination is made in step 334, 
and the processing returns to step 310. 

Since the click motion in the instruction determina- 
tion processing is a very natural motion as the motion 
for pointing to and selecting a specific position on the 
display surface of the display 12, the person to be rec- 
ognized can make the click motion without feeling 
uncomfortable. Moreover, in the above description, 
since whether or not the click motion is performed, and 
whether the performed click motion is the forward click 
motion or the backward dick motion, can be determined 
on the basis of the change in the distance k between the 
reference point and the feature point, the click motion 
can be detected in a short time. Since two types of click 
motion, (the forward click motion and the backward click 
motion), are also defined as the click motion, the infor- 
mation inputting person can selectively execute the first 
processing and the second processing. 

Tne natural movement of a persons hand after per- 
forming the forward click motion or the backward click 
motion, is to try to return to the position (neutral posi- 
tion) prior to the click motion. Therefore, in order to pre- 
vent the motion of the hand trying to return to the neutral 
position after the forward click motion from being mis- 
taken as the backward click motion, and to prevent the 
motion of the hand trying to return to the neutral position 
after the backward click motion from being mistaken as 
the forward click motion, it is desirable that the motion of 
the hand trying to return to the neutral position is 
ignored after detecting the forward or backward click 
motion. This can be accomplished by, for example, stop- 
ping a detection of the click motion for a predetermined 
time after detecting the forward or backward click 
motion. Alternatively, this can be also accomplished in 
the following manner. That is, the value of the distance 
k before detecting the forward or backward click motion 
is previously stored as the value corresponding to the 



neutral position. Then, the detection of the dick motion 
is stopped until the value of the distance k reaches the 
value corresponding to the neutral position after the for- 
ward or backward click motion is detected. 

5 For the above-mentioned instruction determination 

processing, in the same manner as the instruction 
determination processing shown in Fig. 19, when the 
information inputting person lowers the arm, then need- 
less to say, the cursor may remain displayed at the posi- 

10 tion on which the cursor was displayed before the arm 
was lowered. 

Although, in the above description, the position 
pointed to by the information inputting person is calcu- 
lated on the basis of the three-dimensional coordinates 

15 of the reference point and the feature point of the infor- 
mation inputting person, the present invention is not lim- 
ited to this example. As shown in Fig. 23, an image part 
72 corresponding to the full-length image of the informa- 
tion inputting person 10 is extracted from the image 

20 picked up by the video camera, and the height h and the 
position on the floor surface of the information inputting 
person 10 are calculated. Furthermore, after other 
parameters concerning the information inputting person 
10 such as their shape have been determined, the full- 

25 length image of the information inputting person is con- 
verted into a dummy model 74 on the basis of various 
parameters including their height h. Various motions of 
the information inputting person including the motion to 
point to the display surface of the display 12 may be rec- 

30 ognized on the basis of this dummy model. 

As described above, when the dummy model is 
used, it is also possible to recognize a motion such as a 
motion waving the hand which is difficult to recognize 
from the full-length image of the information inputting 

35 person. For example, assuming that the motion, in 
which the information inputting person waves the hand, 
is defined as the motion indicating "cancel", when the 
information inputting person waves the hand, it is possi- 
ble to stop the processing executed in response to the 

4G previously recognized motion of the information input- 
ting person. 

Although the above description is provided for an 
example of a mode in which the information inputting 
person points to an optional point on the display surface 

45 of the display, the subject to be pointed to by the infor- 
mation inputting person is not limited to the display. The 
information inputting person may point to an optional 
direction or to an optional object positioned at an 
unfixed distance from the information inputting person. 

so When the information inputting person points to an 
optional direction, in the instruction determination 
processing (for example, in step 176 of the fbw chart of 
Figs. 8 A and 8B), the direction in which of the virtual line 
connecting the reference point and the feature point of 

55 the information inputting person extends is determined, 
whereby the direction pointed to by the information 
inputting person can be determined. When the informa- 
tion inputting person points to an optional object posi- 
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tioned at an unfixed distance from the information 
inputting person, in the previous step 176, the extending 
direction of the virtual line is determined, and then the 
object, on the end of the extending virtual line is deter- 
mined, whereby the direction pointed to by the informa- 
tion inputting person can be determined. 

The information inputting person may point to an 
optional direction in the following application. For exam- 
ple, in a theater or the like, the directicm of emission of a 
spot light, and the directions of acoustic beams gener- 
ated by a multiplicity of speakers in an array arrange- 
ment might be oriented to the direction pointed to by the 
operator (information inputting person). 

The information inputting person may point to an 
optional object positioned at an unfixed distance from 
the information inputting person in the following applica- 
tion. For example, on a building site, a factory, or the 
like, a crane and other machines might operated in 
response to instructions from the operator (information 
inputting person). Furthermore, the information input- 
ting person might give various instructions to various 
devices in home automation. 

Although, in the above main description, a single 
video camera 36 or two video cameras 36A and 36B are 
mainly provided, the present invention is not limited to 
this example. The image of the information input space 
may be picked up by more video cameras whereby the 
instruction from the information inputting person is 
determined. 

Claims 

1 . A hand pointing apparatus comprising: 

illuminating means for illuminating a person to 
be recognized; 

a plurality of image pickup means, located in 
different positions, wherein an image pickup 
range is adjusted for each image so that said 
person to be recognized, who is illuminated by 
said illuminating means, may be within the 
image pickup range and an illuminated range 
on a fbor surface, which is illuminated by said 
illuminating means, may be out of the image 
pickup range; and 

determining means for extracting an image part 
corresponding to said person to be recognized 
from a plurality of images based on a plurality 
of images of situations picked up by said plural- 
ity of image pickup means, the situations being 
indicative of said person to be recognized 
pointing to either a specific position or a spe- 
cific direction, and for determining either the 
position or the direction pointed to by said per- 
son to be recognized. 

2. A hand pointing apparatus comprising: 



a plurality of illuminating means for illuminating 
a person to be recognized from different direc- 
tions; 

a plurality of image pickup means, located in 
5 different positions corresponding to each of 

said plurality of illuminating means, wherein an 
image pickup range is adjusted so that said 
person to be recognized, who is illuminated by 
said corresponding illuminating means, may be 
10 within the image pickup range and an illumi- 

nated range on a floor surface, which is illumi- 
nated by said corresponding illuminating 
means, may be out of the image pickup range; 
controlling means for switching on/off said plu- 
15 rality of illuminating means one by one in 

sequence, and for controlling so as to pickup 
an image of said person to be recognized 
pointing to either a specific position or a spe- 
cific direction by said image pickup means cor- 
20 responding to said switched-on illuminating 

means; and 

determining means for extracting an image part 
corresponding to said person to be recognized 
from a plurality of images based on a plurality 
25 of images picked up by said plurality of image 

pickup means, and for determining either the 
position or the direction pointed to by said per- 
son to be recognized. 

30 3. A hand pointing apparatus comprising: 

a plurality of illuminating means for illuminating 
a person to be recognized from different direc- 
tions; 

35 at least one image pickup means for picking up 

an image of said person to be recognized, who 
is illuminated by said illuminating means; 
discriminating means for switching on/off said 
plurality of illuminating means one by one in 
40 sequence, for comparing a plurality of images 

of said person to be recognized pointing to 
either a specific position or a specific direction 
picked up by the same image pickup means 
during the switching on of said plurality of illu- 
45 minating means, and for discriminating 

between an image part corresponding to said 
person to be recognized and an image part 
other than the image part corresponding to 
said person to be recognized in said plurality of 
so images for at least one image pickup means; 

and 

determining means for extracting the image 
part corresponding to said person to be recog- 
nized from said plurality of images picked up by 
55 said image pickup means based on a result of 

a discrimination by said discriminating means, 
and for determining either the position or the 
direction pointed to by said person to be recog- 
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nized. 

4. A hand pointing apparatus comprising: 

illuminating means for illuminating a person to 5 
be recognized; 

a plurality of image pickup means for picking up 
an image of said person to be recognized, who 
is illuminated by said illuminating means from 
different directions; 10 
determining means for extracting an image part 
corresponding to said person to be recognized 
from a plurality of images based on a plurality 
of images of situations picked up by said plural- 
ity of image pickup means, the situations being 15 
indicative of said person to be recognized 
pointing to either a specific position or a spe- 
cific direction, and for determining either the 
position or the direction pointed to by said per- 
son to be recognized; and 20 
preventing means for preventing an object 
which is not the subject to be recognized from 
remaining on the floor surface around said per- 
son to be recognized. 

25 

5. A hand pointing apparatus comprising : 

illuminating means for illuminating a person to 
be recognized who arrives at a predetermined 
place; 30 
a plurality of image pickup means for picking up 
an image of said person to be recognized, who 
is illuminated by said illuminating means from 
different directions; 

storing means for storing information for corre- 35 
sponding three-dimensional coordinates of a 
plurality of virtual points, positioned near said 
predetermined place, to the positions of said 
plurality of virtual points on said plurality of 
images picked up by said plurality of image 40 
pickup means; and 

determining means: for extracting an image 
part corresponding to said person to be recog- 
nized from a plurality of images based on a plu- 
rality of images of situations picked up by said 45 
plurality of image pickup means, the situations 
being indicative of said person to be recog- 
nized pointing to either a specific position or a 
specific direction; for determining the position 
of a feature point of said person to be recog- so 
nized in each of said images; for determining 
the three-dimensional coordinates of the fea- 
ture point based on the determined position of 
the feature point and the information stored in 
said storing means; and for determining either 55 
the position or the direction pointed to by said 
person to be recognized based on the deter- 
mined three-dimensional coordinates of the 



feature point. 

6. A hand pointing apparatus according to claim 5, 
wherein said storing means stores the information 
for corresponding the three-dimensional coordi- 
nates of a multiplicity of virtual points uniformly 
spaced in a lattice arrangement near said predeter- 
mined place, to the positions of said multiplicity of 
virtual points on said plurality of images picked up 
by said plurality of image pickup means. 

7. A hand pointing apparatus according to claim 6, 
wherein said determining means determines the 
position of the feature point of said person to be 
recognized in said images, extracts from said 
images the virtual points positioned in a region 
within a predetermined range including said feature 
point on said images from said images, and deter- 
mines the three-dimensional coordinates of said 
feature point based on the three-dimensional coor- 
dinates of the common virtual points extracted from 
said images. 

8. A hand pointing apparatus according to claim 5 fur- 
ther comprising: 

generating means for allowing said plurality of 
image pickup means to pick up images of the 
situations where markers are positioned in the 
positions of said virtual points, for generating 
the information for corresponding the three- 
dimensional coordinates of said virtual points 
to the positions of said virtual points on said 
images, based on the three-dimensional coor- 
dinates of said virtual points and the marker 
positions on said images picked up by said plu- 
rality of image pickup means, and for allowing 
said storing means to store the generated infor- 
mation. 

9. A hand pointing apparatus according to claim 6 fur- 
ther comprising: 

generating means for allowing said plurality of 
image pickup means to pick up images of the 
situations where markers are positioned in the 
positions of said virtual points, for generating 
the information for corresponding the three- 
dimensional coordinates of said virtual points 
to the positions of said virtual points on said 
images, based on the three-dimensional coor- 
dinates of said virtual points and the marker 
positions on said images picked up by said plu- 
rality of image pickup means, and for allowing 
said storing means to store the generated infor- 
mation. 

10. A hand pointing apparatus comprising: 
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illuminating means for illuminating a person to 
be recognized; 

a plurality of image pickup means for picking up 
images of said person to be recognized, who is 
illuminated by said illuminating means from dif- 5 
ferent directions; 

determining means for extracting an image part 
corresponding to said person to be recognized 
from a plurality of images based on a plurality 
of images of situations picked up by said plural- w 
rty of image pickup means, the situations being 
indicative of said person to be recognized 
pointing to either a specific position or a spe- 
cific direction, and for determining either the 
position or the direction pointed to by said per- 15 
son to be recognized; 

first detecting means for extracting the image 
part corresponding to a predetermined part of 
a body of said person to be recognized from 
said plurality of images, and for detecting a 20 
change in any one of either an area of the 
extracted image part, an outline of the 
extracted image part, or a length of an outline 
of the extracted image part; and 
processing means for executing a predeter- 25 
mined processing when said change is 
detected by said f irst detecting means. 

1 1. A hand pointing apparatus comprising: 

30 

illuminating means for illuminating a person to 
be recognized; 

a plurality of image pickup means for picking up 
images of said person to be recognized, who is 
illuminated by said illuminating means from dif- 35 
ferent directions; 

determining means for extracting an image part 
corresponding to said person to be recognized 
from a plurality of images based on a plurality 
of images of situations picked up by said plural- 40 
ity of image pickup means, the situations being 
indicative of said person to be recognized 
pointing to either a specific position or a spe- 
cific direction, for determining the three-dimen- 
sional coordinates of the feature point whose 45 
position is changed when said person to be 
recognized bends or extends an arm, and the 
three-dimensional coordinates of a reference 
point whose position is not changed even if 
said person to be recognized bends and so 
extends an arm, and for determining either the 
position or the direction pointed to by said per- 
son to be recognized based on the three- 
dimensional coordinates of the feature point 
and the three-dimensional coordinates of the ss 
reference point; and 

processing means for calculating the distance 
between said reference point and said feature 



point and for executing a predetermined 
processing based on the change in the dis- 
tance between said reference point and said 
feature point. 

12. A hand pointing apparatus according to claim 11, 
wherein said processing means performs a first 
predetermined processing when the distance 
between said reference point and said feature point 
is increased, and performs a second predeter- 
mined processing differing from said first predeter- 
mined processing when the distance between said 
reference point and said feature point is reduced. 

13. A hand pointing apparatus according to claim 11, 
wherein said processing means detects a rate of 
change in the distance between said reference 
point and said feature point, and executes a prede- 
termined processing when the detected rate of 
change is a threshold value or more. 

14. A hand pointing apparatus according to claim 12, 
wherein said processing means detects a rate of 
change in the distance between said reference 
point and said feature point, and executes a prede- 
termined processing when the detected rate of 
change is a threshold value or more. 

15. A hand pointing apparatus according to claim 13 
further comprising: 

threshold value setting means for requesting 
said person to be recognized to bend or extend 
an arm in order to allow said processing means 
to perform a predetermined processing, and for 
setting said threshold value based on the rate 
of the change in the distance between said ref- 
erence point and said feature point when said 
person to be recognized bends or extends an 
arm. 

16. A hand pointing apparatus according to claim 14 
further comprising threshold value setting means 
for requesting said person to be recognized to bend 
or extend an arm in order to allow said processing 
means to perform a predetermined processing, and 
for setting said threshold value based on the rate of 
the change in the distance between said reference 
point and said feature point when said person to be 
recognized bends or extends an arm. 

17. A hand pointing apparatus according to claim 10 
further comprising: 

second detecting means for extracting the 
image part corresponding to the arm of said 
person to be recognized from said plurality of 
images, and for detecting whether or not the 
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arm of said person to be recognized is lowered, 
wherein said processing means contin- 
ues the current state when said second detect- 
ing means detects that the arm of said person 
to be recognized is lowered. 5 

18. A hand pointing apparatus according to claim 11 
further comprising: 

second detecting means for extracting the 10 
image part corresponding to the arm of said 
person to be recognized from said plurality of 
images, and for detecting whether or not the 
arm of said person to be recognized is lowered, 

wherein said processing means contin- 15 
ues the current state when said second detect- 
ing means detects that the arm of said person 
to be recognized is lowered. 
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